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				 	AC Power Supplies
	

AC Power Supplies
	[image: ]Kikusui PCR-MA Series (PWM Type) AC Power Supplies / Frequency Converters
Single Phase

Voltage Range: 0-310V

Frequency Range: 40-500Hz

Power: 500VA to 4kVA

4 models




	[image: ]Kikusui PCR-LE Series (Amp Type) AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-300V

Frequency Range: 1-999.9Hz

Power: 500VA to 9kVA

8 Models




	[image: ]Kikusui PCR-WEA/WEA2 Series AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 1kVA to 36kVA

Models: 9




	[image: ]Kikusui PCR-WEA2R Series Regenerative AC Power Supplies
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 6kVA to 36kVA

Models: 6




	[image: ]Rental AC Power Supplies / Frequency Converters
Click here to see AC Power Supplies available to rent.




	[image: ]AC Power Supplies / Frequency Converters Offers & Promotions
 Click here to see all Offers & Promotions on AC Power Supplies











	DC Power Supplies
	

DC Power Supplies
	[image: ]Delta Elektronika ES150/300 Series Bench DC Power Supplies
Voltage: 0-15V to 0-300V

Current: 0-0.45A to 0-10A

Power: 150W/300W




	[image: ]Delta Elektronika SM800 DC Power Supplies
Voltage: 0-7.5V to 0-400V

Current: 0-2A to 0-80A

Power: 800W




	[image: ]Delta Elektronika SM1500 Series DC Power Supplies
Voltage: 0-15V to 0-400V

Current: 0-4A to 0-100A

Power: 1500W




	[image: ]Delta Elektronika SM3300 Series Bench / Rackmount DC Power Supplies
Voltage: 0-18V to 0-660V

Current: 0-5.5A to 0-220A

Power: 3300W

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Delta Elektronika SM6000 Series DC Power Supplies
Voltage: 0-15V to 0-600V

Current: 0-10A to 0-400A

Power: 6000W




	[image: ]Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power:15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422* USB*




	[image: ]Kikusui PXB Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-500V to 0-1500V

Current: 0-30A to 0-120A

Power: 20kW 




	[image: ]Kikusui PBZ Series High Speed Bi-Polar 4 Quadrant Sink / Source Power Supplies
Voltage: 0 – ±10V to 0 – ±80V

Current: 0 – ±5A to 0 – ±100A

Power: 20kW

Analogue, USB, GPIB, RS232, LAN*

17 Models




	[image: ]Kikusui PMX Series DC Programmable Linear Power Supplies
Voltage: 0-18V to 0-500V

Current: 0-0.1A to 0-5A

Power: 36W to 105W

Analogue, LAN, USB, RS232

9 Models




	[image: ]Kikusui PMX-Multi Series Compact Multi-Output DC Power Supply
Output Voltage: 0-6V to 0-32V

Output Current: 0-2A to 0-5A

Power: 700VA to 900VA

3 Models




	[image: ]Kikusui PWR-01 Series DC Programmable Wide Range Bench Power Supplies
Voltage: 0-40V to 0-650V

Current: 0-1.85A to 0-120A

Power: 400W to 2000W

Analogue, USB, LAN, RS232

12 Models




	[image: ]Kikusui PWX Series Rack Mount Wide Range DC Power Supplies
Voltage: 0-30V to 0-650V

Current: 0-7A to 0-150A

Power: 750W to 1500W

Analogue, USB, LAN

9 Models




	[image: ]Lab-Power LAB-DC Series High Power Rack Mount DC Power Supplies
Voltage: 0-15V to 0-1500V

Current: 0-4.7A to 0-2100A

Power:3kW to 63kW

RS232, Iso Analogue, LAN, GPIB*, USB*

Over 300 Models




	Kikusui PXT Series 20kW DC Programmable Power Supplies



	[image: ]Rigol DP700 Series DC Power Supplies
Voltage: 0-30/50V

Current: 0-5A

Power: 150W

RS232

2 Models




	[image: ]Rigol DP800 Series DC Multiple O/P Linear Power Supplies
Voltage: 0-8V to 0-60V

Current: 0-1A to 0-10A

Power: 200W

USB, LAN*, GPIB*, RS232*

5 Models




	[image: ]Siglent SPD1000X Series Programmable DC Power Supplies
Voltage: 0-16/30V

Current: 0-5/8A

Power: 128/150W

USB Device, LAN

2 Models




	[image: ]Siglent SPD3000C/X/X-E Programmable DC Power Supply
Voltage: 0-32V

Current: 0-3.2A

Power: 220W

USB Device, LAN

3 Models




	[image: ]Siglent SPS5000X Series DC Power Supplies
Voltage: 0-40V to 0-160V

Current: 0-7.5A to 0-90A

Power: 360W to 360W*3

LAN, USB, Analogue – GPIB (Opt)

15 Models




	[image: ]Rental DC Power Supplies
 Click here to see DC Power Supplies available to rent.




	[image: ]DC Power Supplies Offers & Promotions
Click here to see all Offers & Promotions on DC Power Supplies











	Electronic Loads
	

Electronic Loads
	[image: ]Rigol DL3000 Series DC Electronic Loads
Input Voltage: 0-150V

Input Current: 0-40A/60A

Power: 200W/350W

Modes: CC, CV, CR, CP

Max Duty / Slew: 30kHz – 0.5A/MicroS

RS232, LAN, USB, GPIB (Opt.)




	[image: ]Siglent SDL1000X Series DC Electronic Loads
Input Voltage: 1-150V

Input Current: 0-30A

Power: 200W/300W

Modes: CC, CV, CR, CP

Max Duty / Slew: 25kHz – 2.5A/MicroS

RS232, LAN, USB, GPIB (Opt.) 




	[image: ]Kikusui PLZ-U Series Multi-Channel DC Load (Max 5 CH)
Input Voltage: 0-150V

Input Current: 0-100A

Power: 70, 150W

Modes: CC, CR, CV, CP, CC+CV, CR+CV

Max Duty / Slew: 20kHz – 2.4A/MicroS

RS232, USB, GPIB




	[image: ]Kikusui PLZ-5W Series High Performance DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200 to 10800W

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	[image: ]Kikusui PLZ-5WZ Series Multifunctional DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	[image: ]Kikusui PLZ-5WH2 Series High Voltage DC Electronic Loads
Input Voltage: 10-1000V

Input Current: 0-400A

Power: 1kW – 20kW

Modes: CC, CR, CV, CP, Arb

Max Duty / Slew: 10kHz – 20A/MicroS

RS232C, LAN, USB, GPIB (Opt.)




	[image: ]Delta Elektronika High Power System Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±9000A

Power: 15kW to 300kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power: 15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Electronic Loads Offers & Promotions
Click here to see all Offers & Promotions on Electronic Loads




	[image: ]Rental Electronic Loads
 Click here to see Electronic Loads available to rent.











	Test & Measurement
	

Test & Measurement
	[image: ]Digital Oscilloscopes
Bench and Handheld Oscilloscopes from 50MHz to 2GHz




	[image: All-Oscilloscope-Probes]Oscilloscope Probes
 All Oscilloscope Probes




	[image: ]Battery Impedance Meters
Kikusui Battery Impedance Meters 300V/1000V Max.




	[image: ]Bench Spectrum Analysers
Bench and Handheld Spectrum Analysers from 9kHz to 26.5GHz




	[image: ]Bench Vector Network Analysers
Bench Vector Network Analysers from 9kHz to 26.5GHz




	[image: ]Clamp-On Multimeters
Brymen Clamp-On Multimeters




	[image: ]Current Transducers
Precision Current Transducers up to 2000A

Data Loggers / DAQ

Handheld and Bench Data Loggers




	[image: ]Data Loggers & Acquisition
Graphtec Data Loggers and Rigol Data Acquisition Systems




	[image: ]Digital Multimeters
Bench and Handheld DMM up to 6.5 digits




	[image: ]Function Generators
Frequency: 10MHz to 1000MHz

Channels: 1/2

Sample Rate: 125MSa/s to 2.4GSa/s




	[image: ]RF Signal Generators
 Maximum Frequency: 1.5GHz to 20GHz




	[image: ]Handheld Multimeters
Brymen Handheld Multimeters




	[image: ]Impedance Analysers



	[image: ]LCR Meters
Microtest/Sourcetronic LCR Meters




	[image: ]Power Meters
Single and Three Phase Power Analysers




	[image: ]Rental Test & Measurement
 Click here to see Test & Measurement units available to rent.




	[image: ]Test & Measurement Offers & Promotions
 Click here to see all Offers & Promotions on Test & Measurement units




	[image: ]Test & Measurement Accessories










	EMC Pre-Compliance
	

EMC Pre-Compliance
	[image: ]Amplifiers



	[image: ]Antennas
Aaronia and Tekbox Antennas 




	[image: ]Attenuators



	[image: ]Bench Spectrum Analysers
 Bench and Handheld Spectrum Analysers from 500MHz to 7.5GHz 




	[image: ]Tekbox Comb Generators
9kHz to 6GHz

5 Models




	[image: ]EMC Shielded Tents / Bags



	[image: ]Line Impedance Stabilisation Network (LISN)



	[image: ]Near Field Probes
The probes serve to locate and identify potential sources of interference within the building blocks of electronic assemblies




	[image: ]RF Cables
RF Cables including RG58, RG316U, RG223 and RG142. BNC, N-Type, SMA, SMB




	[image: ]RF Current Monitoring Probes
Tekbox RF Current Monitoring Probes




	[image: ]Bulk Current Injection Probes (BCI Probes)
 Bulk Current Injection Probes (BCI Probes)




	[image: ]RF Signal Generators
 Maximum Frequency: 1.5GHz to 13.6GHz




	[image: ]TEM Cells



	[image: ]EMC Pre-Compliance Software



	[image: ]Rental EMC Pre-Compliance
 Click here to see EMC Pre-Compliance units available to rent.




	[image: TekBox TBCDN-M3 Coupling Decoupling Networks (CDN) M3]CDNs – Coupling Decoupling Networks



	[image: ]WIDEBAND INJECTION TRANSFORMERS
 wideband injection transformer for control loop stability measurements











	Safety Testers
	

Safety Testers
	[image: ]AC Flash Testers



	[image: ]AC/DC Flash Testers



	[image: ]AC Flash Testers & Insulation Resistance Testers



	[image: ]AC Flash Testers & Earth Bond Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers & Earth Bond Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers & Partial Discharge Testers



	[image: ]Ground Bond Testers



	[image: ]Insulation Resistance Testers
 25V – 1000V Insulation Resistance Tester




	[image: ]Leakage Current Testers



	[image: ]All In One Systems



	[image: ]Rental Safety Testers
Click here to see Safety Testers available to rent.











	Soldering Irons / Test Tools
	

Soldering Irons / Test Tools
	[image: ]Soldering Irons
Atten & JBC Soldering Irons with a variety of tips and heaters




	[image: ]Test Tools
Circuit Board mounting testing solutions for Soldering, Inspection and Hands-Free measurements











	Calibration & Metrology Instruments
	

Calibration & Metrology Instruments
	[image: Calibration Software]Calibration Software



	[image: Electrical Test Calibrators]Electrical Test Calibrators



	[image: Multi-Product Calibrators]Multi-Product Calibrators



	[image: Power & Energy Calibrators]Power & Energy Calibrators



	[image: Process Calibrators]Process Calibrators



	[image: Impedance Standards]Impedance Standards



	[image: Decade Boxes]Decade Boxes












			

			
				
					
						

						

						

					
					
						 	AC Power Supplies
	

AC Power Supplies
	[image: ]Kikusui PCR-MA Series (PWM Type) AC Power Supplies / Frequency Converters
Single Phase

Voltage Range: 0-310V

Frequency Range: 40-500Hz

Power: 500VA to 4kVA

4 models




	[image: ]Kikusui PCR-LE Series (Amp Type) AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-300V

Frequency Range: 1-999.9Hz

Power: 500VA to 9kVA

8 Models




	[image: ]Kikusui PCR-WEA/WEA2 Series AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 1kVA to 36kVA

Models: 9




	[image: ]Kikusui PCR-WEA2R Series Regenerative AC Power Supplies
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 6kVA to 36kVA

Models: 6




	[image: ]Rental AC Power Supplies / Frequency Converters
Click here to see AC Power Supplies available to rent.




	[image: ]AC Power Supplies / Frequency Converters Offers & Promotions
 Click here to see all Offers & Promotions on AC Power Supplies











	DC Power Supplies
	

DC Power Supplies
	[image: ]Delta Elektronika ES150/300 Series Bench DC Power Supplies
Voltage: 0-15V to 0-300V

Current: 0-0.45A to 0-10A

Power: 150W/300W




	[image: ]Delta Elektronika SM800 DC Power Supplies
Voltage: 0-7.5V to 0-400V

Current: 0-2A to 0-80A

Power: 800W




	[image: ]Delta Elektronika SM1500 Series DC Power Supplies
Voltage: 0-15V to 0-400V

Current: 0-4A to 0-100A

Power: 1500W




	[image: ]Delta Elektronika SM3300 Series Bench / Rackmount DC Power Supplies
Voltage: 0-18V to 0-660V

Current: 0-5.5A to 0-220A

Power: 3300W

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Delta Elektronika SM6000 Series DC Power Supplies
Voltage: 0-15V to 0-600V

Current: 0-10A to 0-400A

Power: 6000W




	[image: ]Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power:15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422* USB*




	[image: ]Kikusui PXB Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-500V to 0-1500V

Current: 0-30A to 0-120A

Power: 20kW 




	[image: ]Kikusui PBZ Series High Speed Bi-Polar 4 Quadrant Sink / Source Power Supplies
Voltage: 0 – ±10V to 0 – ±80V

Current: 0 – ±5A to 0 – ±100A

Power: 20kW

Analogue, USB, GPIB, RS232, LAN*

17 Models




	[image: ]Kikusui PMX Series DC Programmable Linear Power Supplies
Voltage: 0-18V to 0-500V

Current: 0-0.1A to 0-5A

Power: 36W to 105W

Analogue, LAN, USB, RS232

9 Models




	[image: ]Kikusui PMX-Multi Series Compact Multi-Output DC Power Supply
Output Voltage: 0-6V to 0-32V

Output Current: 0-2A to 0-5A

Power: 700VA to 900VA

3 Models




	[image: ]Kikusui PWR-01 Series DC Programmable Wide Range Bench Power Supplies
Voltage: 0-40V to 0-650V

Current: 0-1.85A to 0-120A

Power: 400W to 2000W

Analogue, USB, LAN, RS232

12 Models




	[image: ]Kikusui PWX Series Rack Mount Wide Range DC Power Supplies
Voltage: 0-30V to 0-650V

Current: 0-7A to 0-150A

Power: 750W to 1500W

Analogue, USB, LAN

9 Models




	[image: ]Lab-Power LAB-DC Series High Power Rack Mount DC Power Supplies
Voltage: 0-15V to 0-1500V

Current: 0-4.7A to 0-2100A

Power:3kW to 63kW

RS232, Iso Analogue, LAN, GPIB*, USB*

Over 300 Models




	Kikusui PXT Series 20kW DC Programmable Power Supplies



	[image: ]Rigol DP700 Series DC Power Supplies
Voltage: 0-30/50V

Current: 0-5A

Power: 150W

RS232

2 Models




	[image: ]Rigol DP800 Series DC Multiple O/P Linear Power Supplies
Voltage: 0-8V to 0-60V

Current: 0-1A to 0-10A

Power: 200W

USB, LAN*, GPIB*, RS232*

5 Models




	[image: ]Siglent SPD1000X Series Programmable DC Power Supplies
Voltage: 0-16/30V

Current: 0-5/8A

Power: 128/150W

USB Device, LAN

2 Models




	[image: ]Siglent SPD3000C/X/X-E Programmable DC Power Supply
Voltage: 0-32V

Current: 0-3.2A

Power: 220W

USB Device, LAN

3 Models




	[image: ]Siglent SPS5000X Series DC Power Supplies
Voltage: 0-40V to 0-160V

Current: 0-7.5A to 0-90A

Power: 360W to 360W*3

LAN, USB, Analogue – GPIB (Opt)

15 Models




	[image: ]Rental DC Power Supplies
 Click here to see DC Power Supplies available to rent.




	[image: ]DC Power Supplies Offers & Promotions
Click here to see all Offers & Promotions on DC Power Supplies











	Electronic Loads
	

Electronic Loads
	[image: ]Rigol DL3000 Series DC Electronic Loads
Input Voltage: 0-150V

Input Current: 0-40A/60A

Power: 200W/350W

Modes: CC, CV, CR, CP

Max Duty / Slew: 30kHz – 0.5A/MicroS

RS232, LAN, USB, GPIB (Opt.)




	[image: ]Siglent SDL1000X Series DC Electronic Loads
Input Voltage: 1-150V

Input Current: 0-30A

Power: 200W/300W

Modes: CC, CV, CR, CP

Max Duty / Slew: 25kHz – 2.5A/MicroS

RS232, LAN, USB, GPIB (Opt.) 




	[image: ]Kikusui PLZ-U Series Multi-Channel DC Load (Max 5 CH)
Input Voltage: 0-150V

Input Current: 0-100A

Power: 70, 150W

Modes: CC, CR, CV, CP, CC+CV, CR+CV

Max Duty / Slew: 20kHz – 2.4A/MicroS

RS232, USB, GPIB




	[image: ]Kikusui PLZ-5W Series High Performance DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200 to 10800W

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	[image: ]Kikusui PLZ-5WZ Series Multifunctional DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	[image: ]Kikusui PLZ-5WH2 Series High Voltage DC Electronic Loads
Input Voltage: 10-1000V

Input Current: 0-400A

Power: 1kW – 20kW

Modes: CC, CR, CV, CP, Arb

Max Duty / Slew: 10kHz – 20A/MicroS

RS232C, LAN, USB, GPIB (Opt.)




	[image: ]Delta Elektronika High Power System Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±9000A

Power: 15kW to 300kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power: 15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Electronic Loads Offers & Promotions
Click here to see all Offers & Promotions on Electronic Loads




	[image: ]Rental Electronic Loads
 Click here to see Electronic Loads available to rent.











	Test & Measurement
	

Test & Measurement
	[image: ]Digital Oscilloscopes
Bench and Handheld Oscilloscopes from 50MHz to 2GHz




	[image: All-Oscilloscope-Probes]Oscilloscope Probes
 All Oscilloscope Probes




	[image: ]Battery Impedance Meters
Kikusui Battery Impedance Meters 300V/1000V Max.




	[image: ]Bench Spectrum Analysers
Bench and Handheld Spectrum Analysers from 9kHz to 26.5GHz




	[image: ]Bench Vector Network Analysers
Bench Vector Network Analysers from 9kHz to 26.5GHz




	[image: ]Clamp-On Multimeters
Brymen Clamp-On Multimeters




	[image: ]Current Transducers
Precision Current Transducers up to 2000A

Data Loggers / DAQ

Handheld and Bench Data Loggers




	[image: ]Data Loggers & Acquisition
Graphtec Data Loggers and Rigol Data Acquisition Systems




	[image: ]Digital Multimeters
Bench and Handheld DMM up to 6.5 digits




	[image: ]Function Generators
Frequency: 10MHz to 1000MHz

Channels: 1/2

Sample Rate: 125MSa/s to 2.4GSa/s




	[image: ]RF Signal Generators
 Maximum Frequency: 1.5GHz to 20GHz




	[image: ]Handheld Multimeters
Brymen Handheld Multimeters




	[image: ]Impedance Analysers



	[image: ]LCR Meters
Microtest/Sourcetronic LCR Meters




	[image: ]Power Meters
Single and Three Phase Power Analysers




	[image: ]Rental Test & Measurement
 Click here to see Test & Measurement units available to rent.




	[image: ]Test & Measurement Offers & Promotions
 Click here to see all Offers & Promotions on Test & Measurement units




	[image: ]Test & Measurement Accessories










	EMC Pre-Compliance
	

EMC Pre-Compliance
	[image: ]Amplifiers



	[image: ]Antennas
Aaronia and Tekbox Antennas 




	[image: ]Attenuators



	[image: ]Bench Spectrum Analysers
 Bench and Handheld Spectrum Analysers from 500MHz to 7.5GHz 




	[image: ]Tekbox Comb Generators
9kHz to 6GHz

5 Models




	[image: ]EMC Shielded Tents / Bags



	[image: ]Line Impedance Stabilisation Network (LISN)



	[image: ]Near Field Probes
The probes serve to locate and identify potential sources of interference within the building blocks of electronic assemblies




	[image: ]RF Cables
RF Cables including RG58, RG316U, RG223 and RG142. BNC, N-Type, SMA, SMB




	[image: ]RF Current Monitoring Probes
Tekbox RF Current Monitoring Probes




	[image: ]Bulk Current Injection Probes (BCI Probes)
 Bulk Current Injection Probes (BCI Probes)




	[image: ]RF Signal Generators
 Maximum Frequency: 1.5GHz to 13.6GHz




	[image: ]TEM Cells



	[image: ]EMC Pre-Compliance Software



	[image: ]Rental EMC Pre-Compliance
 Click here to see EMC Pre-Compliance units available to rent.




	[image: TekBox TBCDN-M3 Coupling Decoupling Networks (CDN) M3]CDNs – Coupling Decoupling Networks



	[image: ]WIDEBAND INJECTION TRANSFORMERS
 wideband injection transformer for control loop stability measurements











	Safety Testers
	

Safety Testers
	[image: ]AC Flash Testers



	[image: ]AC/DC Flash Testers



	[image: ]AC Flash Testers & Insulation Resistance Testers



	[image: ]AC Flash Testers & Earth Bond Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers & Earth Bond Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers & Partial Discharge Testers



	[image: ]Ground Bond Testers



	[image: ]Insulation Resistance Testers
 25V – 1000V Insulation Resistance Tester




	[image: ]Leakage Current Testers



	[image: ]All In One Systems



	[image: ]Rental Safety Testers
Click here to see Safety Testers available to rent.











	Soldering Irons / Test Tools
	

Soldering Irons / Test Tools
	[image: ]Soldering Irons
Atten & JBC Soldering Irons with a variety of tips and heaters




	[image: ]Test Tools
Circuit Board mounting testing solutions for Soldering, Inspection and Hands-Free measurements











	Calibration & Metrology Instruments
	

Calibration & Metrology Instruments
	[image: Calibration Software]Calibration Software



	[image: Electrical Test Calibrators]Electrical Test Calibrators



	[image: Multi-Product Calibrators]Multi-Product Calibrators



	[image: Power & Energy Calibrators]Power & Energy Calibrators



	[image: Process Calibrators]Process Calibrators



	[image: Impedance Standards]Impedance Standards



	[image: Decade Boxes]Decade Boxes












					

				

			

		



	Home / DC Power Supplies / Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies / Delta Elektronika SM70-CP-450 X8 Regenerative Bi-Directional 120kW DC Power Supply 0V – 70V 0A – +/-3600A
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		Delta Elektronika SM70-CP-450 X8 Regenerative Bi-Directional 120kW DC Power Supply 0V – 70V 0A – +/-3600A
	 . (£ inc VAT)

Available on back-order
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		Delta Elektronika SM70-CP-450 X8 Regenerative Bi-Directional 120kW DC Power Supply 0V - 70V 0A - +/-3600A quantity
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Delta Elektronika SM70-CP-450 X8 DC Bidirectional Power Supplies

Combining eight SM70-CP 450 DC Power Supplies in parallel a maximum output of 0V - 70V, 0A - +/- 3600A, 120kW. Delta Elektronika's SM15K series are full bidirectional regenerative series of high-power DC source / sink programmable power supply units based on Delta Elektronika's grid-tied technology. With our latest DC bidirectional power supply models, we have extended our capabilities to a higher level of 15kW per unit to 900kW when used in a master/slave parallel configuration. Standard feature for these power supplies is Delta’s new Power Recovery [Regeneration] Technology: in sink mode they can return full power back into the grid and, thanks to an efficiency of 95%, there is no need for expensive water-cooling systems. The flexible output covers the output range of five separate power supplies with a traditional rectangular VI-curve.


Flexible Output, Means Better Value

Delta Elektronika 15K series offers users 15kW of output power per 3U unit, each unit has a wide output voltage and a wide output current that can be set any were within their limits as long as the 15kW per unit is not exceeded.


Included As Standard

Ethernet Interface, Built-In sequencer and web interface. Simulation Software: Leadless sensing, Internal resistance and PhotoVoltaic simulation. Durable digital encoders for voltage and current adjustment and menu operation


Bidirectional Power Flow - Source/Sink

Bidirectional power means the same constant power characteristic in the second quadrant for the full 15kW. It operates like an electronic load too: previously Delta’s power supplies would be equipped with an optional power sink capable of absorbing up to 10% of the total energy which was dissipated via internal heat sinks. Now, the power sink is standard and can sink up to 100% of the power without the need for dissipating lots of energy.


Power Recovery Regeneration Technology

With the new Power Recovery Regeneration Technology Delta returns full power back into the grid and the efficiency of 95% and avoids the need for expensive water cooling. Compared to traditional electronic loads – where dissipation is 100% – there is a power loss of just 5%. Rooms will be cooler, costs for air conditioning systems will drop significantly and overall, the SM15K series contributes to a smaller carbon footprint.


Extremely Good Dynamic Response to Load Changes

Fast response to load changes has been a challenge for a long time, especially when it comes to changing from positive to negative current and vice versa. Previously, for applications requiring source and sink devices, several solutions were offered such as pre-loads. The full integration of source and sink in one device is a neater and more efficient solution.


Inclusive Functionality

Ethernet interface Built-in sequencer Digital control to adapt regulation to match load type Fine tune settings


Features:

	Bidirectional power supply with standard 15kW source and sink per unit
	Easy Master/Slave parallel operation up to 900kW
	Flexible output with Constant Power characteristics
	Power Regeneration Technology: in sink mode the PSU returns the energy back into the grid
	Very low heat dissipation. Efficiency is more than 95%. No need for expensive cooling systems
	Excellent dynamic responses to load changes including all-digital control to adapt regulation to match load type
	Designed for long life at full power
	Protected against all overload and short circuit conditions
	Operation on wide range of 3 phase AC input voltages
	Ethernet interface, built-in sequencer and web interface are included
	Large user display, menu driven operations
	Durable digital encoders for voltage and current adjustment and menu operation
	EMC surpasses CE requirements; low emission and high immunity
	Low audible noise; temperature controlled by cooling fans
	Ethernet Interface. (STD.)
	Built-In sequencer and web interface. (STD.)
	Simulation Software: Leadless sensing, Internal resistance and PhotoVoltaic simulation. (STD.)
	Durable digital encoders for voltage and current adjustment and menu operation. (STD.)


Specification for single units:

	Input Voltage (3 Phase): 342-528 V AC (48-62 Hz)
	Voltage Output : 0 to 70V
	Current Output : 0 to +/-450A
	Power Output : 15000W
	Active Power Factor Correction (PFC): Up to 0.996 (at 100% load)
	Efficiency (Sink and Source Mode): Up to 96% (at full load)
	Output Ripple and Spikes: From 10mV rms / 55mV pp
	Regulation: From 2 mV (0-100% load step)
	Recovery Time: From 100 µs (50-100% load step)
	Programming Speed: From 1.5 ms (10-90%)
	Output Voltage and Current Stability: 50.10-6 / 80.10-6
	MTBF: 500.000 hrs
	Operating Ambient Temperature: -20 to +50 ºC


 	Product Videos
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Delta Elektronika SM15K Firmware Upgrade
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SM15K regenerative Bi-directional source/sink DC PSU's
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SM15K used in the development of “TU Delft Silverwing” drone
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Delta Elektronika Image Film
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Product Manual
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	SM15K Specifications				
	Model	SM70-CP-450	SM210-CP-150	SM500-CP-90	SM1500-CP-30
	Output				
	Voltage	0-70V	0-210V	0-500V	0-1500V
	Current	-450 – 450A	-150 – 150A	-90 – 90A	-30 – 30A
	AC Input				
	AC Single Phase 48-62Hz	342-528V	342-528V	342-528V	342-528V
	AC rated voltage range	380-480V	380-480V	380-480V	380-480V
	AC rated frequency	50/60Hz	50/60Hz	50/60Hz	50/60Hz
	AC rated Current	Max. 27A	Max. 27A	Max. 27A	Max. 27A
	Current (400V / 3ph, 15kW)	23A	23A	23A	23A
	power factor, 15kW, 7.5kW	0.996 / 0.988	0.996 / 0.988	0.996 / 0.988	0.996 / 0.988
	Internal Fuses	30AT	30AT	30AT	30AT
	standby input power (Vo=Io=0)	96W	96W	96W	96W
	standby input power (Vo=Vmax)	180W	180W	180W	180W
	Regulation				
	Load 0 – 100%	6mV	5mV	4mV	10mV
	Line 342 – 528 V AC	< 1 mV	< 1 mV	< 1 mV	< 1 mV
	Humidity	maximum 95% RH, non condensing, up to 40 °C

maximum 75% RH, non condensing, up to 50 °C	maximum 95% RH, non condensing, up to 40 °C

maximum 75% RH, non condensing, up to 50 °C	maximum 95% RH, non condensing, up to 40 °C

maximum 75% RH, non condensing, up to 50 °C	maximum 95% RH, non condensing, up to 40 °C

maximum 75% RH, non condensing, up to 50 °C
	Storage temperature	– 40 to + 85 °C	– 40 to + 85 °C	– 40 to + 85 °C	– 40 to + 85 °C
	AC Terminals (CON A)	screw terminals for wire 4 mm2

, 3 phase + earth (no neutral)	screw terminals for wire 4 mm2

, 3 phase + earth (no neutral)	screw terminals for wire 4 mm2

, 3 phase + earth (no neutral)	screw terminals for wire 4 mm2

, 3 phase + earth (no neutral)
	DC Terminals (CON B1 & B2)	M12 bolts	M8 bolts	M8 bolts	M8 bolts
	Dimensions	132 x 483 mm (19″, 3 U)

128 x 448 x 591 mm (excluding feet)	132 x 483 mm (19″, 3 U)

128 x 448 x 591 mm (excluding feet)	132 x 483 mm (19″, 3 U)

128 x 448 x 591 mm (excluding feet)	132 x 483 mm (19″, 3 U)

128 x 448 x 591 mm (excluding feet)
	Weight	27 kg	27 kg	27 kg	27 kg


Note* Specifications are liable to change. For the full list of Specifications, please see the products datasheet located under the ‘Documentation’ tab.





			

					
				
	
		
			Reviews		


					There are no reviews yet.

			


			Only logged in customers who have purchased this product may leave a review.
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5 in stock (can be backordered)

Availability: Stock models delivered next working day (UK only) for orders placed before 16:30 (Mon - Fri)
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10+ In UK Stock

Availability: Stock models delivered next working day (UK only) for orders placed before 16:30 (Mon - Fri)
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