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				 	AC Power Supplies
	

AC Power Supplies
	Kikusui PCR-MA Series (PWM Type) AC Power Supplies / Frequency Converters
Single Phase

Voltage Range: 0-310V

Frequency Range: 40-500Hz

Power: 500VA to 4kVA

4 models




	Kikusui PCR-LE Series (Amp Type) AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-300V

Frequency Range: 1-999.9Hz

Power: 500VA to 9kVA

8 Models




	Kikusui PCR-WEA/WEA2 Series AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 1kVA to 36kVA

Models: 9




	Kikusui PCR-WEA2R Series Regenerative AC Power Supplies
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 6kVA to 36kVA

Models: 6




	Rental AC Power Supplies / Frequency Converters
Click here to see AC Power Supplies available to rent.




	AC Power Supplies / Frequency Converters Offers & Promotions
 Click here to see all Offers & Promotions on AC Power Supplies











	DC Power Supplies
	

DC Power Supplies
	Delta Elektronika ES150/300 Series Bench DC Power Supplies
Voltage: 0-15V to 0-300V

Current: 0-0.45A to 0-10A

Power: 150W/300W




	Delta Elektronika SM800 DC Power Supplies
Voltage: 0-7.5V to 0-400V

Current: 0-2A to 0-80A

Power: 800W




	Delta Elektronika SM1500 Series DC Power Supplies
Voltage: 0-15V to 0-400V

Current: 0-4A to 0-100A

Power: 1500W




	Delta Elektronika SM3300 Series Bench / Rackmount DC Power Supplies
Voltage: 0-18V to 0-660V

Current: 0-5.5A to 0-220A

Power: 3300W

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Delta Elektronika SM6000 Series DC Power Supplies
Voltage: 0-15V to 0-600V

Current: 0-10A to 0-400A

Power: 6000W




	Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power:15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422* USB*




	Kikusui PXB Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-500V to 0-1500V

Current: 0-30A to 0-120A

Power: 20kW 




	Kikusui PBZ Series High Speed Bi-Polar 4 Quadrant Sink / Source Power Supplies
Voltage: 0 – ±10V to 0 – ±80V

Current: 0 – ±5A to 0 – ±100A

Power: 20kW

Analogue, USB, GPIB, RS232, LAN*

17 Models




	Kikusui PMX Series DC Programmable Linear Power Supplies
Voltage: 0-18V to 0-500V

Current: 0-0.1A to 0-5A

Power: 36W to 105W

Analogue, LAN, USB, RS232

9 Models




	Kikusui PMX-Multi Series Compact Multi-Output DC Power Supply
Output Voltage: 0-6V to 0-32V

Output Current: 0-2A to 0-5A

Power: 700VA to 900VA

3 Models




	Kikusui PWR-01 Series DC Programmable Wide Range Bench Power Supplies
Voltage: 0-40V to 0-650V

Current: 0-1.85A to 0-120A

Power: 400W to 2000W

Analogue, USB, LAN, RS232

12 Models




	Kikusui PWX Series Rack Mount Wide Range DC Power Supplies
Voltage: 0-30V to 0-650V

Current: 0-7A to 0-150A

Power: 750W to 1500W

Analogue, USB, LAN

9 Models




	Lab-Power LAB-DC Series High Power Rack Mount DC Power Supplies
Voltage: 0-15V to 0-1500V

Current: 0-4.7A to 0-2100A

Power:3kW to 63kW

RS232, Iso Analogue, LAN, GPIB*, USB*

Over 300 Models




	Kikusui PXT Series 20kW DC Programmable Power Supplies



	Rigol DP700 Series DC Power Supplies
Voltage: 0-30/50V

Current: 0-5A

Power: 150W

RS232

2 Models




	Rigol DP800 Series DC Multiple O/P Linear Power Supplies
Voltage: 0-8V to 0-60V

Current: 0-1A to 0-10A

Power: 200W

USB, LAN*, GPIB*, RS232*

5 Models




	Siglent SPD1000X Series Programmable DC Power Supplies
Voltage: 0-16/30V

Current: 0-5/8A

Power: 128/150W

USB Device, LAN

2 Models




	Siglent SPD3000C/X/X-E Programmable DC Power Supply
Voltage: 0-32V

Current: 0-3.2A

Power: 220W

USB Device, LAN

3 Models




	Siglent SPS5000X Series DC Power Supplies
Voltage: 0-40V to 0-160V

Current: 0-7.5A to 0-90A

Power: 360W to 360W*3

LAN, USB, Analogue – GPIB (Opt)

15 Models




	Rental DC Power Supplies
 Click here to see DC Power Supplies available to rent.




	DC Power Supplies Offers & Promotions
Click here to see all Offers & Promotions on DC Power Supplies











	Electronic Loads
	

Electronic Loads
	Rigol DL3000 Series DC Electronic Loads
Input Voltage: 0-150V

Input Current: 0-40A/60A

Power: 200W/350W

Modes: CC, CV, CR, CP

Max Duty / Slew: 30kHz – 0.5A/MicroS

RS232, LAN, USB, GPIB (Opt.)




	Siglent SDL1000X Series DC Electronic Loads
Input Voltage: 1-150V

Input Current: 0-30A

Power: 200W/300W

Modes: CC, CV, CR, CP

Max Duty / Slew: 25kHz – 2.5A/MicroS

RS232, LAN, USB, GPIB (Opt.) 




	Kikusui PLZ-U Series Multi-Channel DC Load (Max 5 CH)
Input Voltage: 0-150V

Input Current: 0-100A

Power: 70, 150W

Modes: CC, CR, CV, CP, CC+CV, CR+CV

Max Duty / Slew: 20kHz – 2.4A/MicroS

RS232, USB, GPIB




	Kikusui PLZ-5W Series High Performance DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200 to 10800W

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	Kikusui PLZ-5WZ Series Multifunctional DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	Kikusui PLZ-5WH2 Series High Voltage DC Electronic Loads
Input Voltage: 10-1000V

Input Current: 0-400A

Power: 1kW – 20kW

Modes: CC, CR, CV, CP, Arb

Max Duty / Slew: 10kHz – 20A/MicroS

RS232C, LAN, USB, GPIB (Opt.)




	Delta Elektronika High Power System Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±9000A

Power: 15kW to 300kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power: 15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Electronic Loads Offers & Promotions
Click here to see all Offers & Promotions on Electronic Loads




	Rental Electronic Loads
 Click here to see Electronic Loads available to rent.











	Test & Measurement
	

Test & Measurement
	Digital Oscilloscopes
Bench and Handheld Oscilloscopes from 50MHz to 2GHz




	Oscilloscope Probes
 All Oscilloscope Probes




	Battery Impedance Meters
Kikusui Battery Impedance Meters 300V/1000V Max.




	Bench Spectrum Analysers
Bench and Handheld Spectrum Analysers from 9kHz to 26.5GHz




	Bench Vector Network Analysers
Bench Vector Network Analysers from 9kHz to 26.5GHz




	Clamp-On Multimeters
Brymen Clamp-On Multimeters




	Current Transducers
Precision Current Transducers up to 2000A

Data Loggers / DAQ

Handheld and Bench Data Loggers




	Data Loggers & Acquisition
Graphtec Data Loggers and Rigol Data Acquisition Systems




	Digital Multimeters
Bench and Handheld DMM up to 6.5 digits




	Function Generators
Frequency: 10MHz to 1000MHz

Channels: 1/2

Sample Rate: 125MSa/s to 2.4GSa/s




	RF Signal Generators
 Maximum Frequency: 1.5GHz to 20GHz




	Handheld Multimeters
Brymen Handheld Multimeters




	Impedance Analysers



	LCR Meters
Microtest/Sourcetronic LCR Meters




	Power Meters
Single and Three Phase Power Analysers




	Rental Test & Measurement
 Click here to see Test & Measurement units available to rent.




	Test & Measurement Offers & Promotions
 Click here to see all Offers & Promotions on Test & Measurement units




	Test & Measurement Accessories










	EMC Pre-Compliance
	

EMC Pre-Compliance
	Amplifiers



	Antennas
Aaronia and Tekbox Antennas 




	Attenuators



	Bench Spectrum Analysers
 Bench and Handheld Spectrum Analysers from 500MHz to 7.5GHz 




	Tekbox Comb Generators
9kHz to 6GHz

5 Models




	EMC Shielded Tents / Bags



	Line Impedance Stabilisation Network (LISN)



	Near Field Probes
The probes serve to locate and identify potential sources of interference within the building blocks of electronic assemblies




	RF Cables
RF Cables including RG58, RG316U, RG223 and RG142. BNC, N-Type, SMA, SMB




	RF Current Monitoring Probes
Tekbox RF Current Monitoring Probes




	Bulk Current Injection Probes (BCI Probes)
 Bulk Current Injection Probes (BCI Probes)




	RF Signal Generators
 Maximum Frequency: 1.5GHz to 13.6GHz




	TEM Cells



	EMC Pre-Compliance Software



	Rental EMC Pre-Compliance
 Click here to see EMC Pre-Compliance units available to rent.




	CDNs – Coupling Decoupling Networks



	WIDEBAND INJECTION TRANSFORMERS
 wideband injection transformer for control loop stability measurements











	Safety Testers
	

Safety Testers
	AC Flash Testers



	AC/DC Flash Testers



	AC Flash Testers & Insulation Resistance Testers



	AC Flash Testers & Earth Bond Testers



	AC/DC Flash Testers & Insulation Resistance Testers



	AC/DC Flash Testers & Insulation Resistance Testers & Earth Bond Testers



	AC/DC Flash Testers & Insulation Resistance Testers & Partial Discharge Testers



	Ground Bond Testers



	Insulation Resistance Testers
 25V – 1000V Insulation Resistance Tester




	Leakage Current Testers



	All In One Systems



	Rental Safety Testers
Click here to see Safety Testers available to rent.











	Soldering Irons / Test Tools
	

Soldering Irons / Test Tools
	Soldering Irons
Atten & JBC Soldering Irons with a variety of tips and heaters




	Test Tools
Circuit Board mounting testing solutions for Soldering, Inspection and Hands-Free measurements











	Calibration & Metrology Instruments
	

Calibration & Metrology Instruments
	Calibration Software



	Electrical Test Calibrators



	Multi-Product Calibrators



	Power & Energy Calibrators



	Process Calibrators



	Impedance Standards



	Decade Boxes












			

			
				
					
						

						

						

					
					
						 	AC Power Supplies
	

AC Power Supplies
	Kikusui PCR-MA Series (PWM Type) AC Power Supplies / Frequency Converters
Single Phase

Voltage Range: 0-310V

Frequency Range: 40-500Hz

Power: 500VA to 4kVA

4 models




	Kikusui PCR-LE Series (Amp Type) AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-300V

Frequency Range: 1-999.9Hz

Power: 500VA to 9kVA

8 Models




	Kikusui PCR-WEA/WEA2 Series AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 1kVA to 36kVA

Models: 9




	Kikusui PCR-WEA2R Series Regenerative AC Power Supplies
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 6kVA to 36kVA

Models: 6




	Rental AC Power Supplies / Frequency Converters
Click here to see AC Power Supplies available to rent.




	AC Power Supplies / Frequency Converters Offers & Promotions
 Click here to see all Offers & Promotions on AC Power Supplies











	DC Power Supplies
	

DC Power Supplies
	Delta Elektronika ES150/300 Series Bench DC Power Supplies
Voltage: 0-15V to 0-300V

Current: 0-0.45A to 0-10A

Power: 150W/300W




	Delta Elektronika SM800 DC Power Supplies
Voltage: 0-7.5V to 0-400V

Current: 0-2A to 0-80A

Power: 800W




	Delta Elektronika SM1500 Series DC Power Supplies
Voltage: 0-15V to 0-400V

Current: 0-4A to 0-100A

Power: 1500W




	Delta Elektronika SM3300 Series Bench / Rackmount DC Power Supplies
Voltage: 0-18V to 0-660V

Current: 0-5.5A to 0-220A

Power: 3300W

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Delta Elektronika SM6000 Series DC Power Supplies
Voltage: 0-15V to 0-600V

Current: 0-10A to 0-400A

Power: 6000W




	Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power:15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422* USB*




	Kikusui PXB Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-500V to 0-1500V

Current: 0-30A to 0-120A

Power: 20kW 




	Kikusui PBZ Series High Speed Bi-Polar 4 Quadrant Sink / Source Power Supplies
Voltage: 0 – ±10V to 0 – ±80V

Current: 0 – ±5A to 0 – ±100A

Power: 20kW

Analogue, USB, GPIB, RS232, LAN*

17 Models




	Kikusui PMX Series DC Programmable Linear Power Supplies
Voltage: 0-18V to 0-500V

Current: 0-0.1A to 0-5A

Power: 36W to 105W

Analogue, LAN, USB, RS232

9 Models




	Kikusui PMX-Multi Series Compact Multi-Output DC Power Supply
Output Voltage: 0-6V to 0-32V

Output Current: 0-2A to 0-5A

Power: 700VA to 900VA

3 Models




	Kikusui PWR-01 Series DC Programmable Wide Range Bench Power Supplies
Voltage: 0-40V to 0-650V

Current: 0-1.85A to 0-120A

Power: 400W to 2000W

Analogue, USB, LAN, RS232

12 Models




	Kikusui PWX Series Rack Mount Wide Range DC Power Supplies
Voltage: 0-30V to 0-650V

Current: 0-7A to 0-150A

Power: 750W to 1500W

Analogue, USB, LAN

9 Models




	Lab-Power LAB-DC Series High Power Rack Mount DC Power Supplies
Voltage: 0-15V to 0-1500V

Current: 0-4.7A to 0-2100A

Power:3kW to 63kW

RS232, Iso Analogue, LAN, GPIB*, USB*

Over 300 Models




	Kikusui PXT Series 20kW DC Programmable Power Supplies



	Rigol DP700 Series DC Power Supplies
Voltage: 0-30/50V

Current: 0-5A

Power: 150W

RS232

2 Models




	Rigol DP800 Series DC Multiple O/P Linear Power Supplies
Voltage: 0-8V to 0-60V

Current: 0-1A to 0-10A

Power: 200W

USB, LAN*, GPIB*, RS232*

5 Models




	Siglent SPD1000X Series Programmable DC Power Supplies
Voltage: 0-16/30V

Current: 0-5/8A

Power: 128/150W

USB Device, LAN

2 Models




	Siglent SPD3000C/X/X-E Programmable DC Power Supply
Voltage: 0-32V

Current: 0-3.2A

Power: 220W

USB Device, LAN

3 Models




	Siglent SPS5000X Series DC Power Supplies
Voltage: 0-40V to 0-160V

Current: 0-7.5A to 0-90A

Power: 360W to 360W*3

LAN, USB, Analogue – GPIB (Opt)

15 Models




	Rental DC Power Supplies
 Click here to see DC Power Supplies available to rent.




	DC Power Supplies Offers & Promotions
Click here to see all Offers & Promotions on DC Power Supplies











	Electronic Loads
	

Electronic Loads
	Rigol DL3000 Series DC Electronic Loads
Input Voltage: 0-150V

Input Current: 0-40A/60A

Power: 200W/350W

Modes: CC, CV, CR, CP

Max Duty / Slew: 30kHz – 0.5A/MicroS

RS232, LAN, USB, GPIB (Opt.)




	Siglent SDL1000X Series DC Electronic Loads
Input Voltage: 1-150V

Input Current: 0-30A

Power: 200W/300W

Modes: CC, CV, CR, CP

Max Duty / Slew: 25kHz – 2.5A/MicroS

RS232, LAN, USB, GPIB (Opt.) 




	Kikusui PLZ-U Series Multi-Channel DC Load (Max 5 CH)
Input Voltage: 0-150V

Input Current: 0-100A

Power: 70, 150W

Modes: CC, CR, CV, CP, CC+CV, CR+CV

Max Duty / Slew: 20kHz – 2.4A/MicroS

RS232, USB, GPIB




	Kikusui PLZ-5W Series High Performance DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200 to 10800W

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	Kikusui PLZ-5WZ Series Multifunctional DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	Kikusui PLZ-5WH2 Series High Voltage DC Electronic Loads
Input Voltage: 10-1000V

Input Current: 0-400A

Power: 1kW – 20kW

Modes: CC, CR, CV, CP, Arb

Max Duty / Slew: 10kHz – 20A/MicroS

RS232C, LAN, USB, GPIB (Opt.)




	Delta Elektronika High Power System Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±9000A

Power: 15kW to 300kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power: 15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	Electronic Loads Offers & Promotions
Click here to see all Offers & Promotions on Electronic Loads




	Rental Electronic Loads
 Click here to see Electronic Loads available to rent.











	Test & Measurement
	

Test & Measurement
	Digital Oscilloscopes
Bench and Handheld Oscilloscopes from 50MHz to 2GHz




	Oscilloscope Probes
 All Oscilloscope Probes




	Battery Impedance Meters
Kikusui Battery Impedance Meters 300V/1000V Max.




	Bench Spectrum Analysers
Bench and Handheld Spectrum Analysers from 9kHz to 26.5GHz




	Bench Vector Network Analysers
Bench Vector Network Analysers from 9kHz to 26.5GHz




	Clamp-On Multimeters
Brymen Clamp-On Multimeters




	Current Transducers
Precision Current Transducers up to 2000A

Data Loggers / DAQ

Handheld and Bench Data Loggers




	Data Loggers & Acquisition
Graphtec Data Loggers and Rigol Data Acquisition Systems




	Digital Multimeters
Bench and Handheld DMM up to 6.5 digits




	Function Generators
Frequency: 10MHz to 1000MHz

Channels: 1/2

Sample Rate: 125MSa/s to 2.4GSa/s




	RF Signal Generators
 Maximum Frequency: 1.5GHz to 20GHz




	Handheld Multimeters
Brymen Handheld Multimeters




	Impedance Analysers



	LCR Meters
Microtest/Sourcetronic LCR Meters




	Power Meters
Single and Three Phase Power Analysers




	Rental Test & Measurement
 Click here to see Test & Measurement units available to rent.




	Test & Measurement Offers & Promotions
 Click here to see all Offers & Promotions on Test & Measurement units




	Test & Measurement Accessories










	EMC Pre-Compliance
	

EMC Pre-Compliance
	Amplifiers



	Antennas
Aaronia and Tekbox Antennas 




	Attenuators



	Bench Spectrum Analysers
 Bench and Handheld Spectrum Analysers from 500MHz to 7.5GHz 




	Tekbox Comb Generators
9kHz to 6GHz

5 Models




	EMC Shielded Tents / Bags



	Line Impedance Stabilisation Network (LISN)



	Near Field Probes
The probes serve to locate and identify potential sources of interference within the building blocks of electronic assemblies




	RF Cables
RF Cables including RG58, RG316U, RG223 and RG142. BNC, N-Type, SMA, SMB




	RF Current Monitoring Probes
Tekbox RF Current Monitoring Probes




	Bulk Current Injection Probes (BCI Probes)
 Bulk Current Injection Probes (BCI Probes)




	RF Signal Generators
 Maximum Frequency: 1.5GHz to 13.6GHz




	TEM Cells



	EMC Pre-Compliance Software



	Rental EMC Pre-Compliance
 Click here to see EMC Pre-Compliance units available to rent.




	CDNs – Coupling Decoupling Networks



	WIDEBAND INJECTION TRANSFORMERS
 wideband injection transformer for control loop stability measurements











	Safety Testers
	

Safety Testers
	AC Flash Testers



	AC/DC Flash Testers



	AC Flash Testers & Insulation Resistance Testers



	AC Flash Testers & Earth Bond Testers



	AC/DC Flash Testers & Insulation Resistance Testers



	AC/DC Flash Testers & Insulation Resistance Testers & Earth Bond Testers



	AC/DC Flash Testers & Insulation Resistance Testers & Partial Discharge Testers



	Ground Bond Testers



	Insulation Resistance Testers
 25V – 1000V Insulation Resistance Tester




	Leakage Current Testers



	All In One Systems



	Rental Safety Testers
Click here to see Safety Testers available to rent.











	Soldering Irons / Test Tools
	

Soldering Irons / Test Tools
	Soldering Irons
Atten & JBC Soldering Irons with a variety of tips and heaters




	Test Tools
Circuit Board mounting testing solutions for Soldering, Inspection and Hands-Free measurements











	Calibration & Metrology Instruments
	

Calibration & Metrology Instruments
	Calibration Software



	Electrical Test Calibrators



	Multi-Product Calibrators



	Power & Energy Calibrators



	Process Calibrators



	Impedance Standards



	Decade Boxes
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		SKU: PLZ-30F

	
	Category: Kikusui PLZ-U Series Multi-Channel DC Load (Max 5 CH)
	
	


	

	
	
			
					Description
				
	
					Standard Accessories
				
	
					Optional Accessories
				
	
					Documentation
				
	
					Specification
				
	
					Reviews (0)
				


					
				  Description

	
				
	
Kikusui PLZ-30F DC Electronic Load

The PLZ-U Series Electronic Load is a compact, high-performance, multi-channel electronic load unit that has three operation modes: CC (constant current), CR (constant resistance), and CV (constant voltage). The PLZ-U consists of a frame and load units. Load units are inserted into the frame (control section) for operation. The PLZ-30F and PLZ-50F Frames can accommodate up to 3 channels and 5 channels of load units, respectively. The current capacity or power capacity can be increased through a parallel operation of load units. The load units can be combined to produce a power capacity from 75W to 750W (when five PLZ150Us are installed into the PLZ-50F). In addition to high-speed response and highly precise pre-set resolution, various functions are provided including the soft start function, variable slew rates, switching function, ABC pre-set memories, four set-up memories, and sequence function. GPIB and RS232C as fitted as standard.

Features:
	Slew rate of 2.4 A/?s in the rising and falling edges in CC mode (PLZ150U)
	Built-in three ranges; voltmeter, ammeter, and wattmeter functions that provide readings of up to five digits
	The current slew rate can be changed continuously in constant current and constant resistance modes.
	Supports 0-V input - an indispensable feature for testing single cell fuel cells.
	Individual units (channels) can operate either independently or in synchronisation.
	Up to five load units of the same model can be operated in parallel.
	Up to three values can be stored in memory for each most frequently used operation mode and range.
	Equipped with various types of protection circuits (over voltage protection, over current protection, over power protection, over heat protection, under voltage protection, and reverse connection protection).
	Supports the GPIB and RS-232C interfaces as standard.
	External control is available to turn on or off the output.

			

					
					
		
Standard Hardware Accessories
					
					
						
						
						
						UK Power Cord

						
													
					
				


	

				

					
					
		
Optional Software Accessories
					
					
						
						
						
						Kikusui Wavy for PLZ-U Sequence Creation Software

						
															
									
										£562									
								
													
					
				


	

		
		
Optional Hardware Accessories
					
					
						
						
						
						Kikusui 408J-101 1m GPIB Cable

						
															
									
										£151									
								
													
					
				
	
					
						
						
						
						Kikusui 408J-102 2m GPIB Cable

						
															
									
										£167									
								
													
					
				
	
					
						
						
						
						Kikusui 408J-104 4m GPIB Cable

						
															
									
										£183									
								
													
					
				
	
					
						
						
						
						Kikusui KRB3-PLZ-50F Bracket

						
															
									
										£52									
								
													
					
				


	

				

					
				
	Documentation



	


Datasheet

Kikusui PLZ-U Datasheet

 




Operation Manual

Kikusui PLZ-U Operation Manual

 




Application Notes

PLZ Series: How to Effectively Improve Safety during Load Testing of Non-isolated AC/DC Converter

Blown Fuse Testing Precautions When Using Electronic Load

Using Electronic Load to Battery Charger Testing

PLZ Series Easy Way to Expand Electronic Load Capacity in CV Mode

DC Electronic Load – Part 6: Application and Example (2)

DC Electronic Load – Part 2: Basic Operation Mode and Principle (1)

How to Minimise Power Supply Noise in Test Systems

Choosing Electronic Load that Best Fits Your Switch Testing System

Two Methods to Absorb Motor’s Regenerative Current Using Electronic Load

DC Electronic Load – Part 1: What is a DC Electronic Load?

How to Balance Battery Module Charge-Discharge

DC Electronic Load – Part 4: How Each Operation Mode Works with Other Modes?

 





			

					
								
					
	

	PLZ-F Specifications		
	Model	PLZ30F	PLZ50F
	Rated supply voltage	100 VAC to 240 VAC (90 VAC to 250 V) single phase	100 VAC to 240 VAC (90 VAC to 250 V) single phase
	Rated frequency	50 Hz or 60 Hz (47 Hz to 63 Hz)	50 Hz or 60 Hz (47 Hz to 63 Hz)
	Power consumption		
	Frame alone	33 VA or less	40 VA or less
	When load units are installed in all channels	300 VAmax	500 VAmax
	Cooling system	Forced air cooling using a heat sensing variable speed fan	Forced air cooling using a heat sensing variable speed fan
	Operating temperature range	0 °C to 40 °C (32 °F to 104 °F)	0 °C to 40 °C (32 °F to 104 °F)
	Operating humidity range	20 % to 85 % RH (without condensation)	20 % to 85 % RH (without condensation)
	Storage temperature range	–20 °C to 70 °C (-4 °F to 158 °F)	–20 °C to 70 °C (-4 °F to 158 °F)
	Storage humidity range	90 % RH or less (without condensation)	90 % RH or less (without condensation)
	Insulation resistance	500 VDC, 30 MΩ or more (ambient humidity of 70% RH or less)	500 VDC, 30 MΩ or more (ambient humidity of 70% RH or less)
	Withstand voltage	No abnormalities at 1500 VAC for 1 minute.	No abnormalities at 1500 VAC for 1 minute.
	Ground continuity	25 Aac, 0.1 Ω or less	25 Aac, 0.1 Ω or less
	Battery backup	Backs up the setup data immediately before the power is turned off

Battery life: 3 years or longer (at 25 °C)	Backs up the setup data immediately before the power is turned off

Battery life: 3 years or longer (at 25 °C)
	Number of installable load modules	3	5
	Weight	Approx. 5 kg (11.02 lb)	Approx. 7 kg (15.43 lb)


Note* Specifications are liable to change. For the full list of Specifications, please see the products datasheet located under the ‘Documentation’ tab.





			

					
				
	
		
			Reviews		


					There are no reviews yet.

			


			Only logged in customers who have purchased this product may leave a review.

	
	



			

			

	

	

		Related products


			
	Kikusui PLZ150U DC Electronic Load 1.5-150V 0-30A

	£920.00
3 in stock (can be backordered)

Availability: Stock models delivered next working day (UK only) for orders placed before 16:30 (Mon - Fri)

Add to basket			
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	Kikusui PLZ70UA DC Electronic Load 0-150V 0-15A

	£1,027.00
2 in stock (can be backordered)

Availability: Stock models delivered next working day (UK only) for orders placed before 16:30 (Mon - Fri)

Add to basket			
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	Kikusui PLZ-50F DC Electronic Load

	£1,164.00
1 in stock (can be backordered)

Availability: Stock models delivered next working day (UK only) for orders placed before 16:30 (Mon - Fri)

Add to basket			
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		Mandatory Accessories …


			
	UK Power Cord

	.
Read more			
					
		
		
Add to QuoteRemove from Quote
		Add to Quote







	



	

		Optional Accessories …


			
	Kikusui Wavy for PLZ-U Sequence Creation Software

	£562.00
Add to basket			
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	Kikusui 408J-101 1m GPIB Cable

	£151.00
Add to basket			
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	Kikusui 408J-104 4m GPIB Cable

	£183.00
Add to basket			
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	Kikusui KRB3-PLZ-50F Bracket

	£52.00
Add to basket			
					
		
		
Add to QuoteRemove from Quote
		Add to Quote




	
	Kikusui 408J-102 2m GPIB Cable

	£167.00
Add to basket			
					
		
		
Add to QuoteRemove from Quote
		Add to Quote







	


	




		
	

	
	

			
		
				
				
					Product Categories

											AC Power Supplies / Frequency Converters

											DC Power Supplies

											DC Electronic Loads

											Test & Measurement

											Safety Testers

											EMC

											Soldering Irons / Test Tools

											Manufacturers

											Rental

									
				


				

					Service & Support

											About

											Contact

											Newsletter

											Returns

											Terms and Conditions

											Privacy Policy

											Shipping & Delivery

											My account

					
				

				
				

					Support, News & Events

											Latest News

											Future Events

											Product Support

											Blog

					
				

				
			

		
			
			
				Copyright © 2024. All rights reserved by Telonic Instruments Ltd
		
			


			
			
			
				Website operated by Jumping Giraffe Ltd. Jumping Giraffe Ltd is not responsible for content on external websites.
			
			


			
		
		
		
			
				

				CLICK TO CALL
0118 9786911
			

			
				

				CLICK TO EMAIL
			

		
	
	
	
		

	This website uses cookies to improve your experience. You can change your preferences at anytime from our Privacy Policy page. Cookie SettingsAccept
Privacy & Cookies Policy

  
	
		  
			
			Close
		  
		  
			
	
		
			
				Privacy Overview
				
					This website uses cookies to improve your experience while you navigate through the website. Out of these, the cookies that are categorized as necessary are stored on your browser as they are essential for the working of basic functionalities of the website. We also use third-party cookies that help us analyze and understand how you use this website. These cookies will be stored in your browser only with your consent. You also have the option to opt-out of these cookies. But opting out of some of these cookies may affect your browsing experience.

				

							

		

		
												
						
							
								Analytics							
															
									
									Analytics
								

													

						
							
								
																	

							

						

					

										

	



		  

		  
			
				
					
						
						
															SAVE & ACCEPT
													

						
					

				

			

		

	

  









	

	
		
			

			

			

		

		
			
				

				
				
				
				
				
					
						
							

						

					

				

			

			
				

			

			
			
			
				

			

		

	



	
	
















	



