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				 	AC Power Supplies
	

AC Power Supplies
	[image: ]Kikusui PCR-MA Series (PWM Type) AC Power Supplies / Frequency Converters
Single Phase

Voltage Range: 0-310V

Frequency Range: 40-500Hz

Power: 500VA to 4kVA

4 models




	[image: ]Kikusui PCR-LE Series (Amp Type) AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-300V

Frequency Range: 1-999.9Hz

Power: 500VA to 9kVA

8 Models




	[image: ]Kikusui PCR-WEA/WEA2 Series AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 1kVA to 36kVA

Models: 9




	[image: ]Kikusui PCR-WEA2R Series Regenerative AC Power Supplies
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 6kVA to 36kVA

Models: 6




	[image: ]Rental AC Power Supplies / Frequency Converters
Click here to see AC Power Supplies available to rent.




	[image: ]AC Power Supplies / Frequency Converters Offers & Promotions
 Click here to see all Offers & Promotions on AC Power Supplies











	DC Power Supplies
	

DC Power Supplies
	[image: ]Delta Elektronika ES150/300 Series Bench DC Power Supplies
Voltage: 0-15V to 0-300V

Current: 0-0.45A to 0-10A

Power: 150W/300W




	[image: ]Delta Elektronika SM800 DC Power Supplies
Voltage: 0-7.5V to 0-400V

Current: 0-2A to 0-80A

Power: 800W




	[image: ]Delta Elektronika SM1500 Series DC Power Supplies
Voltage: 0-15V to 0-400V

Current: 0-4A to 0-100A

Power: 1500W




	[image: ]Delta Elektronika SM3300 Series Bench / Rackmount DC Power Supplies
Voltage: 0-18V to 0-660V

Current: 0-5.5A to 0-220A

Power: 3300W

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Delta Elektronika SM6000 Series DC Power Supplies
Voltage: 0-15V to 0-600V

Current: 0-10A to 0-400A

Power: 6000W




	[image: ]Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power:15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422* USB*




	[image: ]Kikusui PXB Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-500V to 0-1500V

Current: 0-30A to 0-120A

Power: 20kW 




	[image: ]Kikusui PBZ Series High Speed Bi-Polar 4 Quadrant Sink / Source Power Supplies
Voltage: 0 – ±10V to 0 – ±80V

Current: 0 – ±5A to 0 – ±100A

Power: 20kW

Analogue, USB, GPIB, RS232, LAN*

17 Models




	[image: ]Kikusui PMX Series DC Programmable Linear Power Supplies
Voltage: 0-18V to 0-500V

Current: 0-0.1A to 0-5A

Power: 36W to 105W

Analogue, LAN, USB, RS232

9 Models




	[image: ]Kikusui PMX-Multi Series Compact Multi-Output DC Power Supply
Output Voltage: 0-6V to 0-32V

Output Current: 0-2A to 0-5A

Power: 700VA to 900VA

3 Models




	[image: ]Kikusui PWR-01 Series DC Programmable Wide Range Bench Power Supplies
Voltage: 0-40V to 0-650V

Current: 0-1.85A to 0-120A

Power: 400W to 2000W

Analogue, USB, LAN, RS232

12 Models




	[image: ]Kikusui PWX Series Rack Mount Wide Range DC Power Supplies
Voltage: 0-30V to 0-650V

Current: 0-7A to 0-150A

Power: 750W to 1500W

Analogue, USB, LAN

9 Models




	[image: ]Lab-Power LAB-DC Series High Power Rack Mount DC Power Supplies
Voltage: 0-15V to 0-1500V

Current: 0-4.7A to 0-2100A

Power:3kW to 63kW

RS232, Iso Analogue, LAN, GPIB*, USB*

Over 300 Models




	Kikusui PXT Series 20kW DC Programmable Power Supplies



	[image: ]Rigol DP700 Series DC Power Supplies
Voltage: 0-30/50V

Current: 0-5A

Power: 150W

RS232

2 Models




	[image: ]Rigol DP800 Series DC Multiple O/P Linear Power Supplies
Voltage: 0-8V to 0-60V

Current: 0-1A to 0-10A

Power: 200W

USB, LAN*, GPIB*, RS232*

5 Models




	[image: ]Siglent SPD1000X Series Programmable DC Power Supplies
Voltage: 0-16/30V

Current: 0-5/8A

Power: 128/150W

USB Device, LAN

2 Models




	[image: ]Siglent SPD3000C/X/X-E Programmable DC Power Supply
Voltage: 0-32V

Current: 0-3.2A

Power: 220W

USB Device, LAN

3 Models




	[image: ]Siglent SPS5000X Series DC Power Supplies
Voltage: 0-40V to 0-160V

Current: 0-7.5A to 0-90A

Power: 360W to 360W*3

LAN, USB, Analogue – GPIB (Opt)

15 Models




	[image: ]Rental DC Power Supplies
 Click here to see DC Power Supplies available to rent.




	[image: ]DC Power Supplies Offers & Promotions
Click here to see all Offers & Promotions on DC Power Supplies











	Electronic Loads
	

Electronic Loads
	[image: ]Rigol DL3000 Series DC Electronic Loads
Input Voltage: 0-150V

Input Current: 0-40A/60A

Power: 200W/350W

Modes: CC, CV, CR, CP

Max Duty / Slew: 30kHz – 0.5A/MicroS

RS232, LAN, USB, GPIB (Opt.)




	[image: ]Siglent SDL1000X Series DC Electronic Loads
Input Voltage: 1-150V

Input Current: 0-30A

Power: 200W/300W

Modes: CC, CV, CR, CP

Max Duty / Slew: 25kHz – 2.5A/MicroS

RS232, LAN, USB, GPIB (Opt.) 




	[image: ]Kikusui PLZ-U Series Multi-Channel DC Load (Max 5 CH)
Input Voltage: 0-150V

Input Current: 0-100A

Power: 70, 150W

Modes: CC, CR, CV, CP, CC+CV, CR+CV

Max Duty / Slew: 20kHz – 2.4A/MicroS

RS232, USB, GPIB




	[image: ]Kikusui PLZ-5W Series High Performance DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200 to 10800W

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	[image: ]Kikusui PLZ-5WZ Series Multifunctional DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	[image: ]Kikusui PLZ-5WH2 Series High Voltage DC Electronic Loads
Input Voltage: 10-1000V

Input Current: 0-400A

Power: 1kW – 20kW

Modes: CC, CR, CV, CP, Arb

Max Duty / Slew: 10kHz – 20A/MicroS

RS232C, LAN, USB, GPIB (Opt.)




	[image: ]Delta Elektronika High Power System Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±9000A

Power: 15kW to 300kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power: 15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Electronic Loads Offers & Promotions
Click here to see all Offers & Promotions on Electronic Loads




	[image: ]Rental Electronic Loads
 Click here to see Electronic Loads available to rent.











	Test & Measurement
	

Test & Measurement
	[image: ]Digital Oscilloscopes
Bench and Handheld Oscilloscopes from 50MHz to 2GHz




	[image: All-Oscilloscope-Probes]Oscilloscope Probes
 All Oscilloscope Probes




	[image: ]Battery Impedance Meters
Kikusui Battery Impedance Meters 300V/1000V Max.




	[image: ]Bench Spectrum Analysers
Bench and Handheld Spectrum Analysers from 9kHz to 26.5GHz




	[image: ]Bench Vector Network Analysers
Bench Vector Network Analysers from 9kHz to 26.5GHz




	[image: ]Clamp-On Multimeters
Brymen Clamp-On Multimeters




	[image: ]Current Transducers
Precision Current Transducers up to 2000A

Data Loggers / DAQ

Handheld and Bench Data Loggers




	[image: ]Data Loggers & Acquisition
Graphtec Data Loggers and Rigol Data Acquisition Systems




	[image: ]Digital Multimeters
Bench and Handheld DMM up to 6.5 digits




	[image: ]Function Generators
Frequency: 10MHz to 1000MHz

Channels: 1/2

Sample Rate: 125MSa/s to 2.4GSa/s




	[image: ]RF Signal Generators
 Maximum Frequency: 1.5GHz to 20GHz




	[image: ]Handheld Multimeters
Brymen Handheld Multimeters




	[image: ]Impedance Analysers



	[image: ]LCR Meters
Microtest/Sourcetronic LCR Meters




	[image: ]Power Meters
Single and Three Phase Power Analysers




	[image: ]Rental Test & Measurement
 Click here to see Test & Measurement units available to rent.




	[image: ]Test & Measurement Offers & Promotions
 Click here to see all Offers & Promotions on Test & Measurement units




	[image: ]Test & Measurement Accessories










	EMC Pre-Compliance
	

EMC Pre-Compliance
	[image: ]Amplifiers



	[image: ]Antennas
Aaronia and Tekbox Antennas 




	[image: ]Attenuators



	[image: ]Bench Spectrum Analysers
 Bench and Handheld Spectrum Analysers from 500MHz to 7.5GHz 




	[image: ]Tekbox Comb Generators
9kHz to 6GHz

5 Models




	[image: ]EMC Shielded Tents / Bags



	[image: ]Line Impedance Stabilisation Network (LISN)



	[image: ]Near Field Probes
The probes serve to locate and identify potential sources of interference within the building blocks of electronic assemblies




	[image: ]RF Cables
RF Cables including RG58, RG316U, RG223 and RG142. BNC, N-Type, SMA, SMB




	[image: ]RF Current Monitoring Probes
Tekbox RF Current Monitoring Probes




	[image: ]Bulk Current Injection Probes (BCI Probes)
 Bulk Current Injection Probes (BCI Probes)




	[image: ]RF Signal Generators
 Maximum Frequency: 1.5GHz to 13.6GHz




	[image: ]TEM Cells



	[image: ]EMC Pre-Compliance Software



	[image: ]Rental EMC Pre-Compliance
 Click here to see EMC Pre-Compliance units available to rent.




	[image: TekBox TBCDN-M3 Coupling Decoupling Networks (CDN) M3]CDNs – Coupling Decoupling Networks



	[image: ]WIDEBAND INJECTION TRANSFORMERS
 wideband injection transformer for control loop stability measurements











	Safety Testers
	

Safety Testers
	[image: ]AC Flash Testers



	[image: ]AC/DC Flash Testers



	[image: ]AC Flash Testers & Insulation Resistance Testers



	[image: ]AC Flash Testers & Earth Bond Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers & Earth Bond Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers & Partial Discharge Testers



	[image: ]Ground Bond Testers



	[image: ]Insulation Resistance Testers
 25V – 1000V Insulation Resistance Tester




	[image: ]Leakage Current Testers



	[image: ]All In One Systems



	[image: ]Rental Safety Testers
Click here to see Safety Testers available to rent.











	Soldering Irons / Test Tools
	

Soldering Irons / Test Tools
	[image: ]Soldering Irons
Atten & JBC Soldering Irons with a variety of tips and heaters




	[image: ]Test Tools
Circuit Board mounting testing solutions for Soldering, Inspection and Hands-Free measurements











	Calibration & Metrology Instruments
	

Calibration & Metrology Instruments
	[image: Calibration Software]Calibration Software



	[image: Electrical Test Calibrators]Electrical Test Calibrators



	[image: Multi-Product Calibrators]Multi-Product Calibrators



	[image: Power & Energy Calibrators]Power & Energy Calibrators



	[image: Process Calibrators]Process Calibrators



	[image: Impedance Standards]Impedance Standards



	[image: Decade Boxes]Decade Boxes












			

			
				
					
						

						

						

					
					
						 	AC Power Supplies
	

AC Power Supplies
	[image: ]Kikusui PCR-MA Series (PWM Type) AC Power Supplies / Frequency Converters
Single Phase

Voltage Range: 0-310V

Frequency Range: 40-500Hz

Power: 500VA to 4kVA

4 models




	[image: ]Kikusui PCR-LE Series (Amp Type) AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-300V

Frequency Range: 1-999.9Hz

Power: 500VA to 9kVA

8 Models




	[image: ]Kikusui PCR-WEA/WEA2 Series AC Power Supplies / Frequency Converters
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 1kVA to 36kVA

Models: 9




	[image: ]Kikusui PCR-WEA2R Series Regenerative AC Power Supplies
Single Phase/Three Phase

Voltage Range: 0-320V

Frequency Range: 1-5kHz

Power: 6kVA to 36kVA

Models: 6




	[image: ]Rental AC Power Supplies / Frequency Converters
Click here to see AC Power Supplies available to rent.




	[image: ]AC Power Supplies / Frequency Converters Offers & Promotions
 Click here to see all Offers & Promotions on AC Power Supplies











	DC Power Supplies
	

DC Power Supplies
	[image: ]Delta Elektronika ES150/300 Series Bench DC Power Supplies
Voltage: 0-15V to 0-300V

Current: 0-0.45A to 0-10A

Power: 150W/300W




	[image: ]Delta Elektronika SM800 DC Power Supplies
Voltage: 0-7.5V to 0-400V

Current: 0-2A to 0-80A

Power: 800W




	[image: ]Delta Elektronika SM1500 Series DC Power Supplies
Voltage: 0-15V to 0-400V

Current: 0-4A to 0-100A

Power: 1500W




	[image: ]Delta Elektronika SM3300 Series Bench / Rackmount DC Power Supplies
Voltage: 0-18V to 0-660V

Current: 0-5.5A to 0-220A

Power: 3300W

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Delta Elektronika SM6000 Series DC Power Supplies
Voltage: 0-15V to 0-600V

Current: 0-10A to 0-400A

Power: 6000W




	[image: ]Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power:15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422* USB*




	[image: ]Kikusui PXB Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-500V to 0-1500V

Current: 0-30A to 0-120A

Power: 20kW 




	[image: ]Kikusui PBZ Series High Speed Bi-Polar 4 Quadrant Sink / Source Power Supplies
Voltage: 0 – ±10V to 0 – ±80V

Current: 0 – ±5A to 0 – ±100A

Power: 20kW

Analogue, USB, GPIB, RS232, LAN*

17 Models




	[image: ]Kikusui PMX Series DC Programmable Linear Power Supplies
Voltage: 0-18V to 0-500V

Current: 0-0.1A to 0-5A

Power: 36W to 105W

Analogue, LAN, USB, RS232

9 Models




	[image: ]Kikusui PMX-Multi Series Compact Multi-Output DC Power Supply
Output Voltage: 0-6V to 0-32V

Output Current: 0-2A to 0-5A

Power: 700VA to 900VA

3 Models




	[image: ]Kikusui PWR-01 Series DC Programmable Wide Range Bench Power Supplies
Voltage: 0-40V to 0-650V

Current: 0-1.85A to 0-120A

Power: 400W to 2000W

Analogue, USB, LAN, RS232

12 Models




	[image: ]Kikusui PWX Series Rack Mount Wide Range DC Power Supplies
Voltage: 0-30V to 0-650V

Current: 0-7A to 0-150A

Power: 750W to 1500W

Analogue, USB, LAN

9 Models




	[image: ]Lab-Power LAB-DC Series High Power Rack Mount DC Power Supplies
Voltage: 0-15V to 0-1500V

Current: 0-4.7A to 0-2100A

Power:3kW to 63kW

RS232, Iso Analogue, LAN, GPIB*, USB*

Over 300 Models




	Kikusui PXT Series 20kW DC Programmable Power Supplies



	[image: ]Rigol DP700 Series DC Power Supplies
Voltage: 0-30/50V

Current: 0-5A

Power: 150W

RS232

2 Models




	[image: ]Rigol DP800 Series DC Multiple O/P Linear Power Supplies
Voltage: 0-8V to 0-60V

Current: 0-1A to 0-10A

Power: 200W

USB, LAN*, GPIB*, RS232*

5 Models




	[image: ]Siglent SPD1000X Series Programmable DC Power Supplies
Voltage: 0-16/30V

Current: 0-5/8A

Power: 128/150W

USB Device, LAN

2 Models




	[image: ]Siglent SPD3000C/X/X-E Programmable DC Power Supply
Voltage: 0-32V

Current: 0-3.2A

Power: 220W

USB Device, LAN

3 Models




	[image: ]Siglent SPS5000X Series DC Power Supplies
Voltage: 0-40V to 0-160V

Current: 0-7.5A to 0-90A

Power: 360W to 360W*3

LAN, USB, Analogue – GPIB (Opt)

15 Models




	[image: ]Rental DC Power Supplies
 Click here to see DC Power Supplies available to rent.




	[image: ]DC Power Supplies Offers & Promotions
Click here to see all Offers & Promotions on DC Power Supplies











	Electronic Loads
	

Electronic Loads
	[image: ]Rigol DL3000 Series DC Electronic Loads
Input Voltage: 0-150V

Input Current: 0-40A/60A

Power: 200W/350W

Modes: CC, CV, CR, CP

Max Duty / Slew: 30kHz – 0.5A/MicroS

RS232, LAN, USB, GPIB (Opt.)




	[image: ]Siglent SDL1000X Series DC Electronic Loads
Input Voltage: 1-150V

Input Current: 0-30A

Power: 200W/300W

Modes: CC, CV, CR, CP

Max Duty / Slew: 25kHz – 2.5A/MicroS

RS232, LAN, USB, GPIB (Opt.) 




	[image: ]Kikusui PLZ-U Series Multi-Channel DC Load (Max 5 CH)
Input Voltage: 0-150V

Input Current: 0-100A

Power: 70, 150W

Modes: CC, CR, CV, CP, CC+CV, CR+CV

Max Duty / Slew: 20kHz – 2.4A/MicroS

RS232, USB, GPIB




	[image: ]Kikusui PLZ-5W Series High Performance DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200 to 10800W

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	[image: ]Kikusui PLZ-5WZ Series Multifunctional DC Electronic Loads
Input Voltage: 0.25-150V

Input Current: 0-21600A

Power: 200, 400, 1200

Modes: CC, CR, CV, CP, CC+CV, CR+CV, Short, Arb

Max Duty / Slew: 100kHz 60A/MicroS

RS232, USB, LAN, GPIB




	[image: ]Kikusui PLZ-5WH2 Series High Voltage DC Electronic Loads
Input Voltage: 10-1000V

Input Current: 0-400A

Power: 1kW – 20kW

Modes: CC, CR, CV, CP, Arb

Max Duty / Slew: 10kHz – 20A/MicroS

RS232C, LAN, USB, GPIB (Opt.)




	[image: ]Delta Elektronika High Power System Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±9000A

Power: 15kW to 300kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Delta Elektronika SM15K Series Regenerative Bi-Directional Sink / Source DC Power Supplies
Voltage: 0-70V to 0-1500V

Current: 0-±30A to 0-±450A

Power: 15kW

LAN, Digital I/O*, Iso Analogue*, Master Slave*, RS232*, RS485*, RS422*, USB*




	[image: ]Electronic Loads Offers & Promotions
Click here to see all Offers & Promotions on Electronic Loads




	[image: ]Rental Electronic Loads
 Click here to see Electronic Loads available to rent.











	Test & Measurement
	

Test & Measurement
	[image: ]Digital Oscilloscopes
Bench and Handheld Oscilloscopes from 50MHz to 2GHz




	[image: All-Oscilloscope-Probes]Oscilloscope Probes
 All Oscilloscope Probes




	[image: ]Battery Impedance Meters
Kikusui Battery Impedance Meters 300V/1000V Max.




	[image: ]Bench Spectrum Analysers
Bench and Handheld Spectrum Analysers from 9kHz to 26.5GHz




	[image: ]Bench Vector Network Analysers
Bench Vector Network Analysers from 9kHz to 26.5GHz




	[image: ]Clamp-On Multimeters
Brymen Clamp-On Multimeters




	[image: ]Current Transducers
Precision Current Transducers up to 2000A

Data Loggers / DAQ

Handheld and Bench Data Loggers




	[image: ]Data Loggers & Acquisition
Graphtec Data Loggers and Rigol Data Acquisition Systems




	[image: ]Digital Multimeters
Bench and Handheld DMM up to 6.5 digits




	[image: ]Function Generators
Frequency: 10MHz to 1000MHz

Channels: 1/2

Sample Rate: 125MSa/s to 2.4GSa/s




	[image: ]RF Signal Generators
 Maximum Frequency: 1.5GHz to 20GHz




	[image: ]Handheld Multimeters
Brymen Handheld Multimeters




	[image: ]Impedance Analysers



	[image: ]LCR Meters
Microtest/Sourcetronic LCR Meters




	[image: ]Power Meters
Single and Three Phase Power Analysers




	[image: ]Rental Test & Measurement
 Click here to see Test & Measurement units available to rent.




	[image: ]Test & Measurement Offers & Promotions
 Click here to see all Offers & Promotions on Test & Measurement units




	[image: ]Test & Measurement Accessories










	EMC Pre-Compliance
	

EMC Pre-Compliance
	[image: ]Amplifiers



	[image: ]Antennas
Aaronia and Tekbox Antennas 




	[image: ]Attenuators



	[image: ]Bench Spectrum Analysers
 Bench and Handheld Spectrum Analysers from 500MHz to 7.5GHz 




	[image: ]Tekbox Comb Generators
9kHz to 6GHz

5 Models




	[image: ]EMC Shielded Tents / Bags



	[image: ]Line Impedance Stabilisation Network (LISN)



	[image: ]Near Field Probes
The probes serve to locate and identify potential sources of interference within the building blocks of electronic assemblies




	[image: ]RF Cables
RF Cables including RG58, RG316U, RG223 and RG142. BNC, N-Type, SMA, SMB




	[image: ]RF Current Monitoring Probes
Tekbox RF Current Monitoring Probes




	[image: ]Bulk Current Injection Probes (BCI Probes)
 Bulk Current Injection Probes (BCI Probes)




	[image: ]RF Signal Generators
 Maximum Frequency: 1.5GHz to 13.6GHz




	[image: ]TEM Cells



	[image: ]EMC Pre-Compliance Software



	[image: ]Rental EMC Pre-Compliance
 Click here to see EMC Pre-Compliance units available to rent.




	[image: TekBox TBCDN-M3 Coupling Decoupling Networks (CDN) M3]CDNs – Coupling Decoupling Networks



	[image: ]WIDEBAND INJECTION TRANSFORMERS
 wideband injection transformer for control loop stability measurements











	Safety Testers
	

Safety Testers
	[image: ]AC Flash Testers



	[image: ]AC/DC Flash Testers



	[image: ]AC Flash Testers & Insulation Resistance Testers



	[image: ]AC Flash Testers & Earth Bond Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers & Earth Bond Testers



	[image: ]AC/DC Flash Testers & Insulation Resistance Testers & Partial Discharge Testers



	[image: ]Ground Bond Testers



	[image: ]Insulation Resistance Testers
 25V – 1000V Insulation Resistance Tester




	[image: ]Leakage Current Testers



	[image: ]All In One Systems



	[image: ]Rental Safety Testers
Click here to see Safety Testers available to rent.











	Soldering Irons / Test Tools
	

Soldering Irons / Test Tools
	[image: ]Soldering Irons
Atten & JBC Soldering Irons with a variety of tips and heaters




	[image: ]Test Tools
Circuit Board mounting testing solutions for Soldering, Inspection and Hands-Free measurements











	Calibration & Metrology Instruments
	

Calibration & Metrology Instruments
	[image: Calibration Software]Calibration Software



	[image: Electrical Test Calibrators]Electrical Test Calibrators



	[image: Multi-Product Calibrators]Multi-Product Calibrators



	[image: Power & Energy Calibrators]Power & Energy Calibrators



	[image: Process Calibrators]Process Calibrators



	[image: Impedance Standards]Impedance Standards



	[image: Decade Boxes]Decade Boxes












					

				

			

		



	Home / AC Power Supplies / Frequency Converters / Kikusui PCR-WEA/WEA2 Series AC Power Supplies & Frequency Converters / Kikusui PCR3000WEA2 AC/DC Power Supply / Frequency Converter, Single-phase 3kVA, Single-phase 3-wire 2kVA, Three-phase 3kVA. AC 0 to 320Vrms per phase, 1Hz to 5kHz, DC0 to ±452V, PWM type
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		Kikusui PCR3000WEA2 AC/DC Power Supply / Frequency Converter, Single-phase 3kVA, Single-phase 3-wire 2kVA, Three-phase 3kVA. AC 0 to 320Vrms per phase, 1Hz to 5kHz, DC0 to ±452V, PWM type
£9606.00 (£11,527.20 inc VAT)

1 in stock (can be backordered)

Availability: Stock models delivered next working day (UK only) for orders placed before 16:30 (Mon - Fri)
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				  Description

	
				
	Kikusui PCR3000WEA2 AC Power Supply / Frequency Converter

The PCR3000WEA is a Single-phase 3kVA, AC 0 to 320Vrms, 1Hz to 5kHz, DC 0 to ±452V, PWM type AC Power Supply / Frequency Converter. The PCR-WEA/WEA2 is a series of multifunctional switching AC power supplies that combines accurate, high-power output with an ultra-compact design. The 15 model line-up ranges from 1 kVA to 36 kVA AC/DC with single & 3-phase variable output from 6 kVA and up. The PCR-WEA2 also features a regenerative mode*1 that can drastically reduce power consumption and cut operating costs. The PCR-WEA2/WEA2R also supports mix-and-match parallel operation*2 up to 144 kVA for large-scale test systems. Output frequency up to 5 kHz is also available with all models, which is critical for AC applications in avionic industries.

Compact Size!
Compared to our previous PWM models, the size of the PCR-WE has been drastically reduced up to 60%. Efficiency has also been increased by approximately 7%, for an overall high efficiency of approximately 85%.

Low Ripple Noise
Achieves an extremely low switching noise for a PWM inverter-type AC power supply, with ripple noise as low as 0.25 Vrms. The PCR-WEA series even boasts similar noise performance with the PCR-LE/LE2 linear amplifier power supply series. The compact, high-power design of the PCR-WEA/WEA2 has been achieved with absolutely no compromises to ripple noise performance.

Output Frequency up to 5 kHz
It has a maximum output frequency up to 5 kHz for critical applications in the defense and avionics industries. The frequency performance of the PCR-WEA allows for simulation of sharp voltage fluctuations required for airborne electronic equipment testing. Furthermore, the compact 6kVA/6U form factor allows for the easy preparation of an automated, one-rack testing system without requiring a costly, specialized power source installation space.

LAN, USB, RS232C Standard Digital Interface
The PCR-WEA/WEA2 series includes a flexible digital interface for users utilizing LAN, USB, and RS232C communication interfaces (GPIB factory option available). LAN connection is LXI compliant, allowing you to monitor and control your device wherever you are via computer, smartphone, or tablet web browser. This feature is particularly important when conducting critical AC tests in anechoic chambers/shield rooms.

Power Line Error Simulation
The PCR-WEA/WEA2 series can simulate various power line abnormalities such as power outages, voltage drops (dips) and voltage increases (pops). This feature is useful for the testing of power-source switches and various electronic devices.

Available Software:

	SD009 Power Line Disturbance Immunity Testing Software
	Standards Covered: IEC61000-1-11, IEC61000-4-13, IEC61000-4-14, IEC61000-4-17, IEC61000-4-27, IEC61000-4-28, IEC61000-4-29, IEC61000-4-34.
	SD012 Avionics Test Software
	Standards Covered: MIL-STD-704A , RTCA/DO-160 Section 16, JIS W0812.
	SD021 RMT CONT Software
	SD032 Wavy Sequence Creation Software


The Kikusui PCR3000WE2 is available for rental, for more information please see HERE.
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								Up to 144 kVA with Parallel Operation Learn more...
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							[image: ]
							
								DC Output 100% of Rated Power Learn more...
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								LAN, USB, RS232C Standard Digital Interface Learn more...
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								Extremely Power Dense 36 kVA Chassis Learn more...
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								Compact Size Learn more...
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PCR-WE Programmable AC/DC Power Supply



	
		
		
				

					
					
		
Standard Hardware Accessories
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						UK Power Cord

						
													
					
				


	

				

					
					
		
Optional Software Accessories
					
					
						
						
						[image: Kikusui SD009-PCR-LE/WE Power Line Disturbance Immunity Testing Software IEC61000-4]
						Kikusui SD009-PCR-LE/WE Power Line Disturbance Immunity Testing Software IEC61000-4

						
															
									
										£562									
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						Kikusui SD012-PCR-LE/WE Avionics Test Software MIL-STD-704A / RTCA/DO-160

						
															
									
										£1393									
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						Kikusui SD021-PCR-LE/WE RMT CONT Software for PCR-WE
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						Kikusui SD032-PCR-WE Wavy for PCR-WE Sequence Creation Software
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Optional Hardware Accessories
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						Kikusui IB07-PCR-WE GPIB Interface
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						Kikusui KRB3-TOS Bracket
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						[image: Kikusui OP01-PCR-WE External Control Connector (for DIGITAL I/O)]
						Kikusui OP01-PCR-WE External Control Connector (for DIGITAL I/O)
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						[image: Kikusui OP02-PCR-WE External Control Connector (for ANALOGUE I/O)]
						Kikusui OP02-PCR-WE External Control Connector (for ANALOGUE I/O)
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User Manual
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Interface Manual
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	Input (AC rms)									
	Model	PCR1000WEA	PCR2000WEA	PCR3000WEA2	PCR6000WEA2	PCR12000WEA2	PCR18000WEA2	PCR24000WEA2	PCR30000WEA2	PCR36000WEA2
	Nominal input voltage	1P2W Input Model: 100 Vac to 120 Vac / 200 Vac to 240 Vac	1P2W Input Model: 100 Vac to 120 Vac / 200 Vac to 240 Vac	1P2W Input Model: 100 Vac to 120 Vac / 200 Vac to 240 Vac	3P3W Input Model: 200 Vac to 240 Vac (3 phase line voltage)

3P4W Input Model: 380 Vac to 480 Vac (3 phase line voltage)	3P3W Input Model: 200 Vac to 240 Vac (3 phase line voltage)

3P4W Input Model: 380 Vac to 480 Vac (3 phase line voltage)	3P3W Input Model: 200 Vac to 240 Vac (3 phase line voltage)

3P4W Input Model: 380 Vac to 480 Vac (3 phase line voltage)	3P3W Input Model: 200 Vac to 240 Vac (3 phase line voltage)

3P4W Input Model: 380 Vac to 480 Vac (3 phase line voltage)	3P3W Input Model: 200 Vac to 240 Vac (3 phase line voltage)

3P4W Input Model: 380 Vac to 480 Vac (3 phase line voltage)	3P3W Input Model: 200 Vac to 240 Vac (3 phase line voltage)

3P4W Input Model: 380 Vac to 480 Vac (3 phase line voltage)
	Phase	Single-phase	Single-phase	Single-phase	Three-phase	Three-phase	Three-phase	Three-phase	Three-phase	Three-phase
	Nominal input Frequency	50 Hz to 60 Hz	50 Hz to 60 Hz	50 Hz to 60 Hz	50 Hz to 60 Hz	50 Hz to 60 Hz	50 Hz to 60 Hz	50 Hz to 60 Hz	50 Hz to 60 Hz	50 Hz to 60 Hz
	Input frequency range	45 Hz to 65 Hz	45 Hz to 65 Hz	45 Hz to 65 Hz	45 Hz to 65 Hz	45 Hz to 65 Hz	45 Hz to 65 Hz	45 Hz to 65 Hz	45 Hz to 65 Hz	45 Hz to 65 Hz
	Apparent power	1.4kVA and less	2.7kVA and less	4kVA and less	7.8kVA and less	15.6kVA and less	23.4kVA and less	31.2kVA and less	39kVA and less	46.8kVA and less
	Power factor	0.95(TYP)	0.95(TYP)	0.95(TYP)	0.97(TYP) 3P3W input model / 0.95(TYP) 3P4W input model	0.97(TYP) 3P3W input model / 0.95(TYP) 3P4W input model	0.97(TYP) 3P3W input model / 0.95(TYP) 3P4W input model	0.97(TYP) 3P3W input model / 0.95(TYP) 3P4W input model	0.97(TYP) 3P3W input model / 0.95(TYP) 3P4W input model	0.97(TYP) 3P3W input model / 0.95(TYP) 3P4W input model
	Maximum current	1P2W input model: 17 A / 8.5 A 32 A / 16 A 48 A / 24 A	1P2W input model: 17 A / 8.5 A 32 A / 16 A 48 A / 24 A	1P2W input model: 17 A / 8.5 A 32 A / 16 A 48 A / 24 A	3P3W Input Model: 27A

3P4W Input Model: 14A	3P3W Input Model: 53A

3P4W Input Model: 28A	3P3W Input Model: 80A

3P4W Input Model: 42A	3P3W Input Model: 106A

3P4W Input Model: 56A	3P3W Input Model: 133A

3P4W Input Model: 70A	3P3W Input Model: 159A

3P4W Input Model: 84A
	Holdup time for power interruption	10 ms	10 ms	10 ms	10 ms	10 ms	10 ms	10 ms	10 ms	10 ms
	Output									
	Model	PCR1000WEA	PCR2000WEA	PCR3000WEA2	PCR6000WEA2	PCR12000WEA2	PCR18000WEA2	PCR24000WEA2	PCR30000WEA2	PCR36000WEA2
	AC Voltage									
	Rating	155 V / 320 V	155 V / 320 V	155 V / 320 V	155 V / 320 V	155 V / 320 V	155 V / 320 V	155 V / 320 V	155 V / 320 V	155 V / 320 V
	Setting Range	0 V to 157.5 V / 0 V to 315.0 V	0 V to 157.5 V / 0 V to 315.0 V	0 V to 157.5 V / 0 V to 315.0 V	0 V to 157.5 V / 0 V to 315.0 V	0 V to 157.5 V / 0 V to 315.0 V	0 V to 157.5 V / 0 V to 315.0 V	0 V to 157.5 V / 0 V to 315.0 V	0 V to 157.5 V / 0 V to 315.0 V	0 V to 157.5 V / 0 V to 315.0 V
	Setting Resolution	0.1 V	0.1 V	0.1 V	0.1 V	0.1 V	0.1 V	0.1 V	0.1 V	0.1 V
	Setting accuracy

(phase voltage)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)
	Setting accuracy

(Line voltage)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)	±(0.3 % of setting + 0.3 V), ±(0.3 % of setting + 0.6 V)
	Maximum

current									
	Single-phase output	10 A / 5 A	20 A / 10 A	30 A / 15 A	60A / 30A	120A / 60A	180A / 90A	240A / 120A	300A / 150A	360A / 180A
	Single-phase three-wire output,

Three-phase output			10A / 5A	20A / 10A	40A / 20A	60A / 30A	80A / 40A	100A / 50A	120A / 60A
	Phase	1P	1P	1P2W, 1P3W, 3P4W switchable	1P2W, 1P3W, 3P4W switchable	1P2W, 1P3W, 3P4W switchable	1P2W, 1P3W, 3P4W switchable	1P2W, 1P3W, 3P4W switchable	1P2W, 1P3W, 3P4W switchable	1P2W, 1P3W, 3P4W switchable
	Power

capacity 									
	Single-phase output	1 kVA	2 kVA	3kVA	6kVA	12kVA	18kVA	24kVA	30kVA	36kVA
	Three-phase output	– – –	– – –	3kVA	6kVA	12kVA	18kVA	24kVA	30kVA	36kVA
	Single-phase ―

three-wire output	– – –	– – –	2kVA	4kVA	8kVA	12kVA	16kVA	20kVA	24kVA
	Maximum peak current	4 times the maximum output current	4 times the maximum output current	4 times the maximum output current	4 times the maximum output current	4 times the maximum output current	4 times the maximum output current	4 times the maximum output current	4 times the maximum output current	4 times the maximum output current
	Inrush current capacity	3 times the rated current (0.07 s)	3 times the rated current (0.07 s)	3 times the rated current (0.07 s)	1.4 times the rated current (0.5 s)	1.4 times the rated current (0.5 s)	1.4 times the rated current (0.5 s)	1.4 times the rated current (0.5 s)	1.4 times the rated current (0.5 s)	1.4 times the rated current (0.5 s)
	Load power factor	0 to 1 (leading or lagging)	0 to 1 (leading or lagging)	0 to 1 (leading or lagging)	0 to 1 (leading or lagging)	0 to 1 (leading or lagging)	0 to 1 (leading or lagging)	0 to 1 (leading or lagging)	0 to 1 (leading or lagging)	0 to 1 (leading or lagging)
	Frequency									
	Setting range	1 Hz to 5 kHz  (5 kHz -3dB, <40 Hz derating required)	1 Hz to 5 kHz  (5 kHz -3dB, <40 Hz derating required)	1 Hz to 5 kHz  (5 kHz -3dB, <40 Hz derating required)	1 Hz to 5 kHz  (5 kHz -3dB, <40 Hz derating required)	1 Hz to 5 kHz  (5 kHz -3dB, <40 Hz derating required)	1 Hz to 5 kHz  (5 kHz -3dB, <40 Hz derating required)	1 Hz to 5 kHz  (5 kHz -3dB, <40 Hz derating required)	1 Hz to 5 kHz  (5 kHz -3dB, <40 Hz derating required)	1 Hz to 5 kHz  (5 kHz -3dB, <40 Hz derating required)
	Resolution	0.01 Hz(1.00 Hz to 100.0 Hz), 0.1 Hz(100.0 Hz to 1000 Hz), 1 Hz(1000 Hz to 5000 Hz)	0.01 Hz(1.00 Hz to 100.0 Hz), 0.1 Hz(100.0 Hz to 1000 Hz), 1 Hz(1000 Hz to 5000 Hz)	0.01 Hz(1.00 Hz to 100.0 Hz), 0.1 Hz(100.0 Hz to 1000 Hz), 1 Hz(1000 Hz to 5000 Hz)	0.01 Hz(1.00 Hz to 100.0 Hz), 0.1 Hz(100.0 Hz to 1000 Hz), 1 Hz(1000 Hz to 5000 Hz)	0.01 Hz(1.00 Hz to 100.0 Hz), 0.1 Hz(100.0 Hz to 1000 Hz), 1 Hz(1000 Hz to 5000 Hz)	0.01 Hz(1.00 Hz to 100.0 Hz), 0.1 Hz(100.0 Hz to 1000 Hz), 1 Hz(1000 Hz to 5000 Hz)	0.01 Hz(1.00 Hz to 100.0 Hz), 0.1 Hz(100.0 Hz to 1000 Hz), 1 Hz(1000 Hz to 5000 Hz)	0.01 Hz(1.00 Hz to 100.0 Hz), 0.1 Hz(100.0 Hz to 1000 Hz), 1 Hz(1000 Hz to 5000 Hz)	0.01 Hz(1.00 Hz to 100.0 Hz), 0.1 Hz(100.0 Hz to 1000 Hz), 1 Hz(1000 Hz to 5000 Hz)
	Accuracy	±0.01 %, Temperature coefficient : ±0.005 %/°C	±0.01 %, Temperature coefficient : ±0.005 %/°C	±0.01 %, Temperature coefficient : ±0.005 %/°C	±0.01 %, Temperature coefficient : ±0.005 %/°C	±0.01 %, Temperature coefficient : ±0.005 %/°C	±0.01 %, Temperature coefficient : ±0.005 %/°C	±0.01 %, Temperature coefficient : ±0.005 %/°C	±0.01 %, Temperature coefficient : ±0.005 %/°C	±0.01 %, Temperature coefficient : ±0.005 %/°C
	Phase									
	Resolution	– – –	– – –	0.1°(1 Hz to 500 Hz), 1°(500 Hz to 4 kHz), 2°(4 kHz or more)	0.1°(1 Hz to 500 Hz), 1°(500 Hz to 4 kHz), 2°(4 kHz or more)	0.1°(1 Hz to 500 Hz), 1°(500 Hz to 4 kHz), 2°(4 kHz or more)	0.1°(1 Hz to 500 Hz), 1°(500 Hz to 4 kHz), 2°(4 kHz or more)	0.1°(1 Hz to 500 Hz), 1°(500 Hz to 4 kHz), 2°(4 kHz or more)	0.1°(1 Hz to 500 Hz), 1°(500 Hz to 4 kHz), 2°(4 kHz or more)	0.1°(1 Hz to 500 Hz), 1°(500 Hz to 4 kHz), 2°(4 kHz or more)
	Accuracy	– – –	– – –	Within 120°±(0.4°+2.5 μs) Within (120°±(0.4°+fo×0.9×10-3°)) fo : frequency [kHz]	Within 120°±(0.4°+2.5 μs) Within (120°±(0.4°+fo×0.9×10-3°)) fo : frequency [kHz]	Within 120°±(0.4°+2.5 μs) Within (120°±(0.4°+fo×0.9×10-3°)) fo : frequency [kHz]	Within 120°±(0.4°+2.5 μs) Within (120°±(0.4°+fo×0.9×10-3°)) fo : frequency [kHz]	Within 120°±(0.4°+2.5 μs) Within (120°±(0.4°+fo×0.9×10-3°)) fo : frequency [kHz]	Within 120°±(0.4°+2.5 μs) Within (120°±(0.4°+fo×0.9×10-3°)) fo : frequency [kHz]	Within 120°±(0.4°+2.5 μs) Within (120°±(0.4°+fo×0.9×10-3°)) fo : frequency [kHz]
	DC

voltage									
	Rating	-219 V to +219 V / -438 V to +438 V	-219 V to +219 V / -438 V to +438 V	-219 V to +219 V / -438 V to +438 V	-219 V to +219 V / -438 V to +438 V	-219 V to +219 V / -438 V to +438 V	-219 V to +219 V / -438 V to +438 V	-219 V to +219 V / -438 V to +438 V	-219 V to +219 V / -438 V to +438 V	-219 V to +219 V / -438 V to +438 V
	Setting range	-222.5 V to +222.5 V / -445.0 V to +445.0 V	-222.5 V to +222.5 V / -445.0 V to +445.0 V	-222.5 V to +222.5 V / -445.0 V to +445.0 V	-222.5 V to +222.5 V / -445.0 V to +445.0 V	-222.5 V to +222.5 V / -445.0 V to +445.0 V	-222.5 V to +222.5 V / -445.0 V to +445.0 V	-222.5 V to +222.5 V / -445.0 V to +445.0 V	-222.5 V to +222.5 V / -445.0 V to +445.0 V	-222.5 V to +222.5 V / -445.0 V to +445.0 V
	Resolution	0.1 V	0.1 V	0.1 V	0.1 V	0.1 V	0.1 V	0.1 V	0.1 V	0.1 V
	Accuracy	±(0.05 % of setting +0.1 V)	±(0.05 % of setting +0.1 V)	±(0.05 % of setting +0.1 V)	±(0.05 % of setting +0.1 V)	±(0.05 % of setting +0.1 V)	±(0.05 % of setting +0.1 V)	±(0.05 % of setting +0.1 V)	±(0.05 % of setting +0.1 V)	±(0.05 % of setting +0.1 V)
	Maximum current	10A / 5A	20A / 10A	30A / 15A	60A / 30A	120A / 60A	180A / 90A	240A / 120A	300A / 150A	360A / 180A
	Power capacity	1kW	2kW	3kW	6kW	12kW	18kW	24kW	30kW	36kW
	Efficiency	82 %(TYP)	82 %(TYP)	82 %(TYP)	85 %(TYP)	85 %(TYP)	85 %(TYP)	85 %(TYP)	85 %(TYP)	85 %(TYP)


Note* Specifications are liable to change. For the full list of Specifications, please see the products datasheet located under the ‘Documentation’ tab.
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